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1. Introduction

This paper proposes a small clarification to the Mobile Originated Only category of optimization

2. Discussion

It is proposed to clarify that the MO Only feature may be a characteristic not only of MTC subscriptions, but also of MTC devices

3. Proposal

The following text is proposed for inclusion in TS 22.368


*** Start of 1st Addition: TS 22.368 ***
7.2.6
Mobile Originated Only

The mobile originated (MO) only system optimisations category will contain optimisations that will result in improving the ability of the system to efficiently service MTC applications that only need to originate communications. The originating communications maybe in the form of a short message (SM), a PS request, or CS request. A MTC application would be considered a MO only application if it always initiates communications and does not need to receive MT CS calls, MT short messages, or MT push data. For example, the efficiency improvements could consist of disabling procedures and functions for mobility management procedures for these types of applications.

Editor’s note: The description above is moved as is from section 6.2. Further editing to make it more concise is likely to be required.

Editor Note: We need to explain that there are 2 different MTC features related to this optimization category.

For the Mobile Originated Only MTC Feature:
-
It shall be possible for the operator to reduce the frequency of mobility management procedures;

-
It shall be possible for the operator to dynamically configure the MTC Devices to perform mobility management procedures only at the time of the Mobile Originated communications;

-
It should be possible to configure the MNO network in order to take into account the reduced frequency of the mobility Management procedures.
 For the Infrequent Mobile Terminated MTC Feature
-
It shall be possible for the operator to reduce the frequency of mobility management procedures. 
-
It shall be possible for the operator to dynamically configure the MTC Devices to reduce the frequency of the mobility management procedures.  

-
It should be possible to configure the MNO network in order to take into account the reduced frequency of the mobility Management procedures.
NOTE: 
It should be possible to minimize mobility management due to MTC Device movement for MTC subscriptions with the Infrequent Mobile Originated MTC Feature.
*** End of 1st Addition: TS 22.368 ***
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