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1. Overall Description:

SA WG1 thanks GERAN for their liaison regarding Local Call Local Switching. 

SA WG1 would like to give GERAN and TSG CT WG4, TSG CT, TSG SA WG3-LI some comments and considerations on LCLS.

The overall umbrella requirement SA1 has with respect to LCLS is that the user perception of the service shall not be impacted negatively by the use of LCLS. 
Where applicable SA1 likes to give some statements your Working Assumptions:
4.
Local Switching is only considered for CS Voice calls. 
Note: CS Data calls have such low volumes that they are left aside and routed as usual via the Core Network. SA1 agrees with that assumption


14.
Local Switching is sometimes not possible, or needs to be released, e.g. if a Supplementary Service (Multi Party Conference, Announcement, etc) is necessary. The MSC controls this. If certain supplementary services for an ongoing call are necessary, implying that the User Plane through the Core Network needs to be (re)established, the Local Switching may be broken by the MSC(s) after negotiation with the BSS. Minimising user impact. Along the lines of the umbrella requirement given above SA1 likes to emphasise that all supplementary services shall be possible for the subscriber to make use of in case of LCLS.
 

17.
Inter-BSS Handover is possible, leading to a break or an establishment of Local Switching. SA1 agrees with that assumption


18.
Inter-MSC Handover is possible, leading to a break or an establishment of Local Switching. SA1 agrees with that assumption
19.
Inter-System Handover (e.g. 2G <=> 3G) is possible, leading to a break or an establishment of Local Switching. SA1 agrees with that assumption


26.
Transmission of DTMF tones is supported SA1 agrees with that assumption


27.
Charging aspects arising from Local Switching (if any) are considered in the standard. SA1 likes to point out that all applicable charging requirements for calls shall be supported besides the specific ones defined or to be defined for LCLS.


Furthermore, where applicable, SA1 likes to comment on the requirements from GERAN Perspective:
1.
There shall be no impact on Mobile Stations SA1 agrees with that requirement
3.
The User shall not perceive undue negative impacts, like long interruptions or massive distortions in transition phases (establishment or break of Local Switching), etc. SA1 agrees with that requirement
4.
Local Switching shall not hinder any of the teleservices, bearer services or supplementary services defined for GSM. Local Switching shall be broken/not established, if necessary.
VGCS may be excluded. SA1 agrees with that requirement
10.
End-to-end speech delay shall not be increased compared to the situation today. SA1 agrees with that requirement 
11.
Speech interruption times during handovers shall be in the same order as in the current TDM implementations. SA1 agrees with that requirement
2. Actions:

To TSG CT WG4, TSG CT, TSG SA WG3-LI, TSG GERAN group.

ACTION: 
SA WG1 asks TSG CT WG4, TSG CT, TSG SA WG3-LI, TSG GERAN group to take the above made comments into account when progressing work on LCLS
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