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Currently there are two requirement statements in this section. Each requirement pertains to MTC Applications which have different characteristics (online MTC Devices vs offline MTC Device) and as such, these requirements should be split into two MTC Features. 
The first MTC Feature is for use with devices that send small amounts of data and do so in a connected status so there is no need to optimize the connect and disconnect process. Typically these MTC devices are always-on or connected devices. One determined area for optimization was the RRC state machine (Cell_FACH to Cell_DCH).
The 2nd MTC feature is for use with MTC Devices that are normally disconnected or offline from the network so optimization of the “connect” and “disconnect” procedure are in scope for optimization. 
This contribution also adds a note to help the reader understand the meaning of the term “disconnected” and “connected”.

Proposal
7.2.5
Online Small Data Transmissions
The Online Small Data Transmissions MTC Feature  is intended for use with online or connected MTC Devices that send or receive only pre-defined small amounts of data.

· The system shall support transmissions of small amounts of data with minimal signalling overhead.
· The definition of a small amount of data shall be configurable per subscription 
Note: Online or Connected means the MTC Device is reachable by the network for MT signalling and/or user plane data.
7.2.x
Offline Small Data Transmissions
The Offline Small Data Transmissions MTC Feature is intended for use with offline (i.e. disconnected) MTC Devices that connect, then send and/or receive only pre-defined small amounts of data, and then disconnect from the network. 

-
When sending a small amount of data it shall be possible for a MTC Device to efficiently connect to the network, send the data, receive acknowledgement of sent data, and disconnect from the network.
-
The definition of a small amount of data shall be configurable per subscription
Note: Offline or Disconnected means the MTC Device is not reachable by the network for MT signalling or user plane data.

