3GPP TSG-SA1 #48 
S1-094072
Beijing, China, 16-20 November 2009

Title:
draft Reply LS on “ME support in Rel-9”
Response to:
C1-093965 / S1-094205
Release:
Rel-9
Work Item:
PAN_EPNM
Source:
3GPP TSG SA WG1
To:
3GPP TSG CT WG1
Cc:
3GPP TSG SA, 3GPP TSG SA WG3
Contact Person:
Name:
Amar Deol
E-mail Address:
adeol@huawei.com
Attachments:
S1-094071
1. Overall Description:

3GPP SA1 would like to thank CT1 for the liaison in C1-093965/S1-094205.

In your LS it's stated that "CT1 can NOT process the work on the ME support in Rel-9 since 3GPP does NOT support direct access of multiple MEs to the PLMN using the same IMSI; and 
all the signalling and media streams destined to the MEs should go through the UE first using the PAN internal interface. The handling of the ME would be the same as the handling of the TE."
So, the issue seems to be that Stage1 (TS 22.259) allow the ME direct access to the PLMN after PN registration. But this cannot be achieved due to current PS subsystem mechanism, which only supports one UE with a particular IMSI to be PS attached. 

After studying this issue, SA1 have decided to remove the requirements related to “ME direct access to a PLNM” as we feel that this is line with what is being requested by CT1, see attached CR for details.
2. Actions:

To CT1:  
ACTION:  3GPP TSG SA1 asks 3GPP TSG CT1 to take the above information into consideration in your future work.
3. Date of Next TSG-SA WG1 Meetings:
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