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Certain application may require that the MTC Device submits data to the MTC server only upon request of the network or MTC Server. A respective Feature is proposed. The current MO Feature is modified accordingly. 

The change is based on the assumption that proposed modifications under the headline “Concept” are being accepted.

6
Categories of Features for Machine-Type Communications

6.1
General

Machine Type Communication (MTC) applications do not all have the same characteristics. This implies that not every system optimisation is suitable for every MTC application. Therefore, features are defined to provide structure for the different system optimisations possibilities that can be invoked. Such MTC Features are offered on a per subscription basis.
MTC Features can be individually activated and invoked. For example, it is possible to support the Feature Low Mobility and Time Controlled for the MTC Device.
A subscription or invocation with none of the MTC Features activated behaves like a regular mobile subscription without MTC specific optimisations.
The following Features have been defined:
-
Low Mobility

-
Time Controlled

-
Time Tolerant

-
Packet Switched (PS) Only

 -
Low Data Usage

-
Group Based

-
Mobile Originated Only – MTC Device Triggered
-
Mobile Originated Only – Network Triggered
-
High Availability

-
MTC Monitoring

-
Priority Alarm Message (PAM)
-
Extra Low Power Consumption

7.2.7
Mobile Originated Only – MTC Device Triggered
The Feature Mobile Originated Only (MO-MT) Only system optimisations category is intended for use with MTC Devices that mainly utilize mobile originated communications.
 Editor Note: We need to explain that there are 2 different MTC features related to this optimization category.

For the MO-MT MTC Feature:
-
It shall be possible for the operator to reduce the frequency of mobility management procedures;

-
It shall be possible for the operator to dynamically configure the MTC Devices to perform mobility management procedures only at the time of the Mobile Originated communications;

-
It should be possible to configure the MNO network in order to take into account the reduced frequency of the mobility Management procedures.

 For the Infrequent Mobile Terminated MTC Feature
-
It shall be possible for the operator to reduce the frequency of mobility management procedures. 

-
It shall be possible for the operator to dynamically configure the MTC Devices to reduce the frequency of the mobility management procedures.  

-
It should be possible to configure the MNO network in order to take into account the reduced frequency of the mobility Management procedures.

NOTE: 
It should be possible to minimize mobility management due to MTC Device movement for MTC subscriptions with the Infrequent Mobile Terminated MTC Feature.
7.2.x
Mobile Originated Only – Network Triggered
The Feature Mobile Originated Only (MO-NT) is intended for use with MTC Devices that utilize mobile originated communications only upon invitation from the network.

For the MO-NT MTC Feature:
· It shall be possible for the operator to fetch data from the MTC Device.
· It shall be possible for the operator to configure the MTC Devices to prevent any user data transmission and any mobility management procedures initiated by the MTC Device.
