Page 1



3GPP TSG-SA WG1 Meeting #48 
(
S1-094111
Beijing, China, 16-20 November 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	22.220
	CR
	0057
	(

rev
	-
	(

Current version:
	10.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Simplified CSG list handling

	
	

	Source to WG:
(

	Ericsson, TeliaSonera, Telecom Italia, ST-Ericsson

	Source to TSG:
(

	SA1

	
	

	Work item code:
(

	EHNB
	
	Date: (

	05/11/2009

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
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	A single CSG list per UE was originally introduced in Rel-8 for access control towards H(e)NB. During the stage 3 work CT6 discovered that the Rel-8 requirement allowed an end user with the right equipment to manually edit the Allowed CSG list. SA1 therefore defined an additional Operator Controlled CSG list in  the UE for Rel-9. 
Two lists instead of one might have impact to the provisioning system with not much extra gain for the operator. 
This CR simplifies the manual CSG selection by making the existence in the UE of the Allowed  CSG list controlable by the operator. 

Introduce a Simplified Manual Selection procedure for those UEs that only have the Operator Controlled CSG list.
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	-The existence of the Allowed CSG list in the UE is controlled by the operator.
-A simplified Manual CSG Selection is introduced for those UE that only have the Operator Controlled CSG List.
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(

	The new section 5.5.x shall be positioned directly after 5.5.4.


**************   FIRST MODIFICATION   ************************
5.3.2
Closed Subscriber Group

-
The CSG manager shall be able, under the operator supervision, to add, remove and view CSG membership 

NOTE: the interaction of the user with the application that manages the Allowed CSG Lists is out of scope of 3GPP (e.g. Web interface).

-
 The  UE shall contain a list of allowed CSG identities (Allowed CSG List). It shall be possible to store the Allowed CSG List in the USIM. When available, the list on the USIM shall be used. It shall be possible for both, the operator and the user, to modify the Allowed CSG List. Based on home operator preferences, the use of the Allowed CSG List may be inhibited.
NOTE: the operator preference dictates if the Allowed CSG List in the ME shall be used or not.
-
The UE shall maintain an operator controlled list of allowed CSG identities (Operator CSG list). It shall be possible to store the Operator CSG list in the USIM. When available, the list on the USIM shall be used. It shall be possible for the operator to modify the Operator CSG List.
-
All CSG cells belonging to a CSG identity not included in the Allowed CSG List or Operator CSG list shall be considered not suitable by the UE (“not suitable” as specified in TS 25.304 [6] and TS 36.304 [7]).

-
Each CSG identity shall be associated to a subscriber group which identifies the subscribers allowed to access the CSG. 

-
When the subscriber group is updated, the affected UE shall be informed accordingly.

-
For temporary members, it shall be possible to limit the period of time during which the subscriber is considered a member of a CSG (granted access rights). It shall be possible to configure a time period for each temporary member.

-
The time period shall be configurable by the CSG manager and/or the operator operating the CSG and shall span from 1 decihour to several days. Unlimited membership to the CSG is allowed.

-
When a CSG is no longer considered available to provide services, except for emergency calls (i.e. due to time period expiry or removal of the CSG membership), it shall be possible to continue the established communication in another cell not belonging to this CSG.

-
In hybrid access mode when services cannot be provided to a CSG member due to a shortage of H(e)NB resources it shall be possible to continue the established communication of non-CSG members in another cell.

-
In hybrid access mode, to minimise the impact on CSG members from established communication of non-CSG members, it shall be possible for the network to allow the data rate of established PS communication of non-CSG members to be reduced.

**************   NEXT MODIFICATION   ************************

5.5.4
Manual CSG selection

The user shall be able to request the UE to perform a scan for available CSGs. When such request is received the UE shall perform a scan of available CSGs, their CSG Identities and their HNB Names. In the UE display, the available CSGs shall be represented by their associated HNB Names and PLMN Name(s). If the HNB Name is not available, the CSG Identity shall be displayed instead. 
An indication shall be given to the user as to which of the available CSGs is contained in the Allowed CSG List or Operator CSG list. The available CSGs shall be displayed in the following order:

- The CSGs, whose CSG Identities are contained in the Allowed CSG list.

- The CSGs, whose CSG Identities are contained in the Operator CSG List.

- Any other CSG, whose CSG Identity is not included in the Allowed CSG List or the Operator CSG list.

When the user selects an entry in the list, the UE shall reselect any of the available cells with the CSG chosen by the user.

The UE shall attempt to register to the PLMN.

If the registration attempt is accepted, the UE shall add the CSG identity to the Allowed CSG list unless the cell is a hybrid cell or the identity is already present in the list.

If the registration attempt is rejected and the CSG entry is in the CSG list, that CSG shall be removed from the list.

In addition, when the user manually selects a CSG in a PLMN, which is different from the last registered PLMN, the following behaviour applies:

-
The UE shall enter into Manual PLMN Selection state.

-
The UE shall attempt to register to the PLMN. This PLMN shall not be stored as the Last Registered PLMN.

-
When the UE is no longer in the service area of the CSG the UE shall return to the previous PLMN Selection state.
5.5.X
Simplified Manual CSG selection

The simplified Manual CSG Selection procedure shall be used instead of Manual CSG Selection when a UE do not contain the Allowed CSG list.

The user shall be able to request the UE to perform a scan for available CSGs. When such request is received the UE shall perform a scan of available CSGs, their CSG Identities and their HNB Names. In the UE display, the available CSGs shall be represented by their associated HNB Names and PLMN Name(s). If the HNB Name is not available, the CSG Identity shall be displayed instead. 
The available CSGs shall be displayed in the order the CSG Identities are contained in the Operator CSG List.

When the user selects an entry in the list, the UE shall reselect any of the available cells with the CSG chosen by the user.

The UE shall attempt to register to the PLMN.

In addition, when the user manually selects a CSG in a PLMN, which is different from the last registered PLMN, the following behaviour applies:

-
The UE shall enter into Manual PLMN Selection state.

-
The UE shall attempt to register to the PLMN. This PLMN shall not be stored as the Last Registered PLMN.

-
When the UE is no longer in the service area of the CSG the UE shall return to the previous PLMN Selection state.
**************   END MODIFICATION   ************************
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