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Updates to this section to change “Network” to “Operator” and to delete the paragraph about operator agreements (no reference).

4.4.2      Use Cases for Transport Mode Connections


4.4.2.1     Use Case - Operator B has CS services only

Pre-Condition
Operator A has CS and IMS domain services; Operator B has CS domain services only.

Transport agreement exists between Operator A, Intermediate Carrier and Operator B

Service Level agreement between Operator A and Operator B is:-

Only CS services are supported on the Interconnect
Call Flow
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Figure 10: transport mode, no interworking
Operator A is aware that the call originates in CS domain and no interworking is performed. 


[image: image2]

Figure 11: transport mode, originating network interworking
Operator A is aware that the call originates in IM domain, and based upon Agreement performs interworking between the originating IMS service and the terminating CS service.

4.4.2.2     Use Case – Operator B has CS services only, SLA covers CS & IM

Pre-Condition

Operator A has CS and IMS domain services, Operator B has CS domain services only.

Transport agreement exists between Operator A, Intermediate Carrier and Operator B

Service Agreement between Operator A and Operator B is :-


Both CS and IMS services are supported on the Interconnect

Call Flow
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Figure 12: transport mode, no interworking
Operator A is aware that the call originates in CS domain and no interworking is performed. Operator B delivers the call to UE-B and no interworking is performed.
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Figure 13: transport mode, terminating network interworking
Operator A is aware that the call originates in IM domain, and based upon SLA no  interworking is performed. Operator B identifies from the incoming session signalling that the call originates in IM domain and performs interworking between the originating IMS service and the terminating CS service.
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