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	H(e)NBs are expected to be used in an enterprise for business communication among employees. Beside conventional mobile network functions, it is desired that H(e)NB will support functions that allow easy integration into the enterprise's IT infrastructure.
The current CR requires new capabilities that should be supported by H(e)NBs for use within enterprises.
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5.X
Requirements on H(e)NBs in enterprise environments

5.X.1
Description

H(e)NBs are expected to be used in enterprises for business communication among permitted users. Besides other H(e)NB functions, it is desirable to support functions (e.g. Authentication and charging) that allow easy integration into the enterprise's IT infrastructure. 
It is expected that IT personnel of the enterprise assume some of the H(e)NB administration functions. 
IP enabled UEs that are connected via H(e)NBs to the enterprise IP network are expected to receive the enterprise's IP based services.
The following additional requirements apply for intended usage of H(e)NBs in enterprise environments.
5.X.2
Local traffic routing and PBX integration
H(e)NB may be able  to route  traffic to/from the enterprise's IP network  without traversing the mobile operator’s core network, subject to regulatory requirements and agreement between the Mobile Operator and the Enterprise.

Local traffic routing applies to:

-
Traffic between the UE and another UE under coverage of the enterprise's H(e)NBs

-
Traffic between the UE and entities in the enterprise IP network (e.g. when interworking with an IP- Private Branch Exchange (IP-PBX))

NOTE: other requirements on local routing of PS traffic are contained in section 5.7 (LIPA).

It may be possible to support interworking with an enterprise's existing voice and multimedia services (e.g., (IP-PBX). In particular:

-
UEs under coverage of the enterprise's H(e)NBs may be able to participate in interactive communication services offered by the IP-PBX.
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