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5.3
Access Control requirements

5.3.1
General

-
Subject to operator and H(e)NB Hosting Party agreement, the operator shall be able to configure the H(e)NB with open, hybrid or closed access mode. 

-
When the H(e)NB is configured for open access mode, it shall be possible for the H(e)NB to provide services to subscribers of any PLMN, subject to roaming agreement.

-
When the H(e)NB is configured for hybrid access mode, it shall be possible for the H(e)NB to provide services to:

-
its associated CSG members, and

-
subscribers of any PLMN not belonging to its associated CSG, subject to roaming agreement.

-
When the H(e)NB is configured for closed access mode, only users that belong to its associated CSG shall be able to obtain services. 

-
CSG members may include subscriber of any PLMN subject to roaming agreement.

- 
It shall be possible for the VPLMN to provide CSG membership to the roaming subscriber without exchanging any CSG specific information with the HPLMN. 
NOTE: In case the VPLMN provides CSG membership to the roaming subscriber without exchanging any CSG specific information with the HPLMN, no differentiated charging for usage of the related CSGs is expected.
-
It shall be possible for the HPLMN to indicate to the VPLMN that CSG memberships are not to be granted for a roaming subscriber without exchanging any CSG specific information with the HPLMN. 
-
The CSG membership granted to the subscriber during his stay in the VPLMN may be retained by the VPLMN in case the subscriber moves to another PLMN and subsequently returns to the VPLMN. 
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