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1. Introduction

This contribution proposes to delete the section7.2.13 Extra Low Power Consumption. Instead, it is proposed to describe the Extra Low Power Consumpton related requirments in the section 7.1.1.
2. Discussion

It is expected that Extra Low Power Consumption feature is a terminal function which does not require the subscription. Thus, this contribuition proposes to describe the Extra Low Power Consumption in section 7.1.1. 
· MTC Device requirement is proposed.
· Network requirement is proposed.

· NOTE is proposed 

3. Proposal

---------------  1st modification  -----------------

7.1.1
General

Subscription options for MTC Features:

-
It shall be possible to subscribe to different MTC Features independently. 

-
It shall be possible for the MTC Subscriber to activate or deactivate MTC Features. The activation/deactivation functionality is typically provided via a web interface.

-
It shall be possible for the network operator to restrict the subscription of MTC Features (e.g. based on matching or mismatching of MTC Features).
-
It shall be possible for the network operator to restrict activation of incompatible MTC Features (e.g. based on matching or mismatching of MTC Features).

Other general requirements:

-
It shall be possible for the network operator to restrict or allow the use of MTC subscription for other MEs/MTC Devices (e.g. based on matching or mismatching of MTC Features and/or other types of MTC Devices).

-
It shall be possible to reduce peaks in the signalling traffic resulting from very large numbers of MTC Devices (almost) simultaneously initiating signalling interactions.

- 
It shall be possible to efficiently maintain connectivity for a large number of MTC Devices.
-
It shall be possible for the MTC Device to support Extra Low Power Consumption state. In this case, the MTC Device decides to enter or exit Extra Low Power Consumption state.

-
It shall be possible for the network to support MTC Devices in Extra Low Power Consumption state.
NOTE:
MTC device in Extra Low Power Consumption state minimizes or limits the power consumption for Rx and Tx. 

---------------  2nd modification  -----------------
























