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Introduction

This contribution proposes to clarify the Time Control requirements in TS 22.368.
Discussion

One of the Charging requirements in clause 7.1.4 states: “to charge for the use of network resources when used outside the limits of subscription or MTC Feature, e.g. time window, location”. This description denotes the network operator may allow the MTC devices access to the network outside the pre-defined period – this requirement seems to be missing from clause 7.2.2. 
Such idea has also been adopted by SA2 in the SA2#77 meeting (Jan 18-22), refer to S2-100868.

Therefore, it is proposed to add this requirement to clause 7.2.2 Time Controlled:

· It shall be possible for the network operator to allow access (e.g. send/receive data) outside of the defined time period (but for example charge an extra for such traffic).
Proposal
The following changes are proposed for TS 22.368:
**********************start of first change ***********************
7.2.2
Time Controlled

The MTC Feature Time Controlled is intended for use with MTC Devices that send or receive data only at certain pre-defined periods and avoid unnecessary signalling outside these pre-defined periods. The network operator may allow such MTC Devices to send/receive data and signalling outside of these pre-defined periods but charge differently for such traffic.
For the Time Controlled MTC Feature:

-
It shall be possible for the network operator to only allow access (e.g. attach to the network or send/receive data) during a defined time period.
-
It shall be possible for the network operator to allow access (e.g. send/receive data) outside of the defined time period (but for example charge an extra for such traffic).

-
It shall be possible for the network operator to alter the access period based on criteria (e.g. daily traffic load) defined by the network operator.
-
It shall be possible for the network operator to communicate the altered access period to the MTC Device and the MTC User.
**********************end of change ***********************
Recommendation
Discuss and Agree.



