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#####First change#####
Other general requirements:

-
The network operator shall be able to restrict or allow the use of MTC subscription for other MEs/MTC Devices (e.g. based on matching or mismatching of MTC Features and/or other types of MTC Devices).

-
The network shall provide a mechanism to reduce peaks in the data and signalling traffic resulting from very large numbers of MTC Devices (almost) simultaneously attempting data and/or signalling interactions.

Note: This mechanism is not intended to be used to reject or delay MTC Device data and/or signalling traffic due to normal periodic (e.g. hourly) traffic peaks. 

- 
The system shall provide mechanisms to efficiently maintain connectivity for a large number of MTC Devices.
##### Second change#####
7.2.3
Time tolerant

The MTC Feature Time Tolerant is intended for use with MTC Devices that can delay their data transfer. The purpose of this functionality is to allow the network operator to prevent MTC Devices that are Time Tolerant from accessing the network (e.g. in case of radio access network overload).
For the Time Tolerant MTC Feature:

-
The network operator shall be able to restrict the MTC Devices' access to the network.

-
The network operator shall be able to apply these restrictions to a specific area.
-
The MTC Device shall be able to determine when access to the network is restricted e.g. use network provided information to decide whether to initiate or delay data transfer.
-
Only upon sending data from the MTC Server to the MTC Device an indication may be given back to the MTC Server that the MTC Device is currently not reachable due to the restriction.
Note: The mechanisms for the Time Tolerant MTC Feature are intended to be used to reject or delay MTC Device data and/or signalling traffic due to normal periodic (e.g. hourly) traffic peaks. 
#####End of change#####
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