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1. Overall Description:

SA 1 has discussed the question raised by CT1 and provides the following clarifications.

CT1 Question:

Display of available CSGs during manual CSG selection when the Allowed CSG List is inhibited

Two possible solutions were considered by CT1:

a) display only available CSGs that are on the Operator CSG list, or 

b) display all available CSGs, and indicate which CSGs belong to the Operator CSG list, but do not provide any indication for CSGs that are only in the Allowed CSG list when the Allowed CSG List is inhibited.

Q1: Which of a) or b) is the correct interpretation?

SA1 answer: a)

CT1 Question:

Behaviour when a CSG that is not in the Operator CSG list is manually selected when Allowed CSG List is inhibited

Currently, the terminal may automatically select any cell belonging to a CSG in its Operator CSG list or Allowed CSG list. An inhibited Allowed CSG List could be interpreted in two ways:

a) Cell reselection shall not automatically select other cells belonging to the CSG the user manually selected. Automatic selection to CSGs on the Operator CSG list will still be possible.

b) Cell reselection shall automatically select other cells belonging to the CSG the user manually selected. Automatic selection to CSGs on the Operator CSG list will still be possible.

If option a) is correct, then the user must repeatedly do manual selection to be on the CSG he wishes if that CSG is not on the Operator CSG list as every cell change will take the mobile away from the user selected CSG cell.

Q2: Which of a) or b) is the correct interpretation? 
SA1 answer: according to answer given to Q1, the user can not manually select a CSG outside the operator CSG list if the allowed list is inhibited. AnyhowThe general expected behavior is the one described in b)
CT1 Question:

USIM or USIM and ME 

CT1 questioned whether inhibition applies to the Allowed CSG List on the USIM only, or on both the USIM and the ME.

Q3: Which of the above alternatives is the correct interpretation?

SA1 answer: Inhibition applies to both the lists, the one in the USIM and the one in the ME
CT1 Questions:
Control of Inhibiting the Allowed CSG List 

Q4: Shall the Allowed CSG List be inhibited via OMA device management, OTA configuration of the USIM or both? The answer might impact security and CT6 work.
SA1 answer: Sa1 expectation is that it can be set by means of OTA on the USIM and  OMA DM on the ME.
Q5: Shall the UE be allowed to add and delete entries from its Allowed CSG List while the list is inhibited (and therefore ignored) to allow a smooth transition if the operator removes the inhibited state?.

SA1 answer: No, this functionality is not required, and the expected that the user can not operate on the allowed list when inhibited.

CT1 Questions:
Stage 1 Descriptions 

CT1 identified the following subclauses of TS 22.220 related to the questions above. 

5.5.2, "Idle-mode operation" is related to automatic cell reselection, which is the subject of Q2. 

5.5.4, "Manual CSG selection" is the subject of Q1 about the requirements for displaying CSG information when the Allowed CSG List is inhibited.

Clarifications in these subclauses might make the protocol impact clearer. It would also help CT1 understanding if SA1 could give some indication of the rationale for the inhibition of the Allowed CSG List. 

SA1 answer: The answer given to question Q1 and Q2 shuld have made clear the mentioned subclauses 5.5.2 and 5.5.4 . Sa1 likes also to clarify that, when the list is inhibited, it is not anymore necessary to add the selected CSG to the allowed list as a result of a successful manual selection.

2. Actions:

To CT1 and CT6 groups.

ACTION: 
To develop stage 3 according to SA1 guidance.
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