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The following updates should be considered for inclusion in the current working document for NOVES:

Annex A (Informative)
NENA requirements for the emergency services IP network addressing NOVES emergency services capabilities at the PSAP.  These requirements are intended to be compatible with the requirements in the NENA next generation emergency services i3 Technical Requirements Document.
    Emergency Services IP Network Requirements 

    * In NOVES situations, the Emergency Services IP network shall provide a capability to 
    route to a default PSAP when the local PSAP cannot be determined.

* Within an Emergency Services IP network all NOVES attempts shall be logged and the data made available to the PSAP. 

* Emergency Services IP networks shall be able to direct NOVES messages to an appropriate alternate destination if the situation is not an emergency.  

* Within an Emergency Services IP network subsequent NOVES media content shall go to the same PSAP as the initial media and call setup signaling at the beginning of the non-voice emergency session. 

* The PSAP shall have the capability to associate all emergency sessions and media content with the originating caller.

* The PSAP shall be able to acknowledge receipt of a NOVES message back to the originating caller.

* During a NOVES session the PSAP shall be able to establish voice communications with the originating caller.

* The Emergency Services IP network shall be responsible for routing NOVES messages to the appropriate PSAP.

* Within an Emergency Services IP network it shall be possible to associate non-voice messages and voice calls from the same caller together. 

* Detailed log records of a NOVES session should be generated by an Emergency Services IP network.

