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* * * First Change * * *

12
Notification of non-traffic events to the CSE

12.1
Mobility management

It shall be possible to mark for a subscriber that a notification shall be sent to the CSE when the VPLMN has completed the processing of any one or more of the following mobility events:

-
For a CS subscriber:

-
Location area update of MS to a different VLR service area;

-
Location area update of MS within the same VLR service area;

-
MS-initiated detach (e.g. MS switched off);

-
Network initiated detach (periodic location update of MS failed);

-
Attach of MS (e.g.MS switched on, successful location update after network initiated detach);

-
For a GPRS subscriber:

-
Routeing area update of MS to a different SGSN service area;

-
Routeing area update of MS within the same SGSN service area;

-
MS-initiated detach (e.g. MS switched off); 

-
Network initiated detach;

-
Network initiated transfer to "MS not reachable for paging" (periodic routeing area update of MS failed);

-
Attach of MS (e.g. MS switched on, successful routeing area update after network initiated detach.

The notification shall contain the following information if available:

-
Event met;

· Service Key;

-
IMSI;

-
Basic MSISDN;

-
Location information;

-
LSA identity; 

-
CAMEL phases supported at the VPLMN.

12.2
Notification to CSE of change of subscriber data

It shall be possible to mark for a subscriber that a notification shall be sent to the CSE when any of the following subscriber data are changed as a result of a request from any entity except the CSE to which the notification shall be sent: 

-
CF SS data;

-
CB SS data;
-
CLIP SS data;
-
CLIR SS data
-
CW SS data;

- 
CH SS data;

-
ECT SS data;

-
ODB data;

-
CAMEL subscription information.

One ore more CSEs may be defined to which the notification shall be sent.

* * * next change * * *

13
CSE interrogation and control of subscription data

13.1
Any time interrogation

It shall be possible for the CSE (as part of an OSS, including special handling of mobile terminating calls) to interrogate the HLR for information about a particular subscriber, for which it is entitled to do so (e.g. the subscriber belongs to the same HPLMN as the CSE).

This may be information from the list below:

-
Subscriber status;

-
Location information (see section 22);

-
IMEI (with software version);

-
MS class (only in the CS domain);

-
GPRS MS class (only in the PS domain);

-
Call Forwarding SS data;

-
Call Barring SS data;
-
Calling Line Identification Presentation SS data;
-
Calling Line Identification Restriction SS data;

-
Call Wait SS data;

-
Call Hold SS data;

-
Explicit Call Transfer SS data;
-
Operator Determined Barring data;

-
CAMEL Subscription Information;

-
CAMEL phases supported at the VPLMN.

The CSE shall indicate in the request for subscriber information whether the information is requested from the HPLMN, the VPLMN in the circuit switched domain or the VPLMN in the packet switched domain.

The HPLMN shall have the possibility to reject any interrogation from any CSE.

13.2
Any time modification

It shall be possible for the CSE to modify user data for a particular subscriber, for which it is entitled to do so (e.g. the subscriber belongs to the same HPLMN as the CSE).

This shall be data from the list below:

-
Call Forwarding SS data;

-
Call Barring SS data; 
-
Calling Line Identification Presentation SS data;

-
Calling Line Identification Restriction SS data;

-
Call Wait SS data;

-
Call Hold SS data;

-
Explicit Call Transfer SS data;
-
Operator Determined Barring data;

-
Activation/Deactivation of CAMEL Subscription Information.

The HPLMN shall have the possibility to reject any request for modification from any CSE.

* * * end of change * * *
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