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5.1.2
Information provided by the serving network

The network serving the user shall provide the following information to the home environment:

-
All of the information listed in section above (Information provided by the user);

-
Serving network identity;

-
Recording network element identity;

-
Universal Time (UT) at which the service request was initiated; 

-
Universal Time (UT) at which resources were provided for the service;

-
Universal Time (UT) at which the service execution was successfully completed;

-
Universal Time (UT) at which the service execution was unsuccessfully completed;

-
Cause for unsuccessful completion of the service execution. At least the following causes shall be included:

-the terminating party does not respond;

-communication rejected by the terminating party;

-network determined terminating party busy; 

-network congestion;

-terminating party non reachable (out of coverage, switched-off);
-destination non reachable (non active address, non-existing address).
-
Resource allocated to the user;

-
Quantity of data transferred both to and from the user; 

-
QoS provided to the user;

-
Trusted location of the user in the standard format (i.e. PLMN ID and Cell ID); additional operator specific information may be provided;
-
whether GSM Optimal Routing was applied; 

-
If IN or CAMEL services were applied, the service parameters and the actually used destination number and calling party number identification;

-
Time duration covered by this charging information to an accuracy of at least 1 second; 

-
Unique identity of the chargeable event which allows the billing system to correlate all charging information belonging to the same chargeable event;

-
Unique charging information identity (unique per network element in a period of about 100 days);

-
IP Multimedia capability provided to the user;

-
VAS information;

-
Identifier of third party accessed by the user;

-
Presence Information;

-
Service Identification (eg voice call, video call, data download etc);

-
Supplementary Services used;

-
Prepay account identifier and related information. 
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