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5.1
Requirements for Fixed Mobile Interworking

5.1.x  EPC Functionality 
The Evolved Packet System shall support the following scenarios: a single Operator offering both fixed and mobile access; different Operators collaborating to deliver services across both networks. These scenarios will be supported by interworking between the access networks.

The Evolved Packet System shall support access to services on the mobile network via interworking with a fixed access network.
The Evolved Packet System shall be able to support the following functions for interworking between the fixed access and Evolved Packet Core:

-
connectivity, 
-
subscriber authentication, 

-
offline charging

-
online charging for traffic routed via the Evolved Packet Core 

-
Policy Control and 
-
Quality of Service.
Additionally the Evolved Packet System shall be able:

-
to minimize QoS and Policy management signalling overhead while interworking between the fixed access and Evolved Packet Core.
-
to route different simultaneously active PDN connections through different accesses while interworking between the fixed access and Evolved Packet Core.
-
to route different IP flows belonging to the same PDN connection through different accesses while interworking between the fixed access and Evolved Packet Core.
The requirements for mobility in chapter 7.1.3 apply also to interworking between the fixed access and Evolved Packet Core.

5.1.y BBF Functionality 

1.
The 3gpp Policy and Charging Control (PCC) defined PCRF, when deployed in BBF access, shall support:

-
The inter-working interface to the   EPS PCC in order for the BBF access to support access to EPC of 3GPP UEs connected to a  H(e)NB or WLAN via BBF access.
-
The interfface to the Policy Enforcement Point (PEP in the BBF  access netwrok
.
2.
 Interface to EPS to allow for authentication of 3GPP WLAN UEs connected to BBF access.
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