Page 1



3GPP TSG-SA WG1 Meeting #52 
S1-103088
Malta, 23-27 November 2010

Title:

MTC Group Members Use Case for MTC Device-to-Device Communication
Ag. Item:
FS_MTCe


Source:
China Mobile, ZTE，ITRI, Panasonic
Contact:
huangqing@chinamobile.com
Introduction

This contribution describes use case of MTC Group member communication for MTC Device-to-Device communication included in the TR for FS_MTCe.  
Proposal

It is proposed that following use case be included in TR 22.8yz.

**** First Change ****

4.2
MTC Device-to-Device Communication
4.2.x
Scenario and Use Case X: Group Member Communication 
As for MTC Devices belonging to one group, whether they can only communicate with MTC Devices in the same group or they can communicate with MTC Devices of other group depends on different MTC applications in different scenarios.  
In most of the scenarios,  for security and privacy consideration, (e.g., for home appliances control applications), MTC Devices of one group should be restricted to communicate with those devices not belonging to the same group.. 
However, there are also scenarios where the communication between  MTC Devices of different groups is allowed, e.g., when visiting  Bob’s home, John may want to utilize Bob’s TV, belonging to group A, to receive the pictures or video sending from a monitor in John’ home, which belongs to group B. 
Editor's note: further clarification of what group membership means for security, privacy, and with whom communication may take place is needed
**** End of Changes ****






























