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1. Introduction

This contribution proposes to clarify the situations to which the requirements in Annex A apply.
2. Discussion

In Annex A of 22.871, NENA requirements for NOVES capabilities of Emergency Service IP Network are mentioned as a reference because they are out of 3GPP scope. Emergency Service IP Network is designed and specified in North America by NENA. And it is possible that other regions around the world may not deploy such kind of network according to local regulations.
This contribution tries to clarify that the NENA requirements for Emergency Service IP Network is suitable for North America region and for other regions around the world they are flexible to implement some of the requirements. A note is proposed, which would be helpful to make those who are not involved in the discussion clear and make the development of NOVES functionality more flexible based on regional regulations.
3. Proposal

---------------  1st modification  -----------------

Annex A: Emergency Services IP Network Requirements (informative)

NENA requirements for the emergency services IP network address NOVES emergency services capabilities at the PSAP.  These requirements are intended to be compatible with the requirements in the NENA next generation emergency services i3 Technical Requirements Document.
Note: NENA requirements for the Emergency Services IP Network are applicable to North America and Emergency Services IP Network requirements may be varied according to regional regulations and operator policies.
    * In NOVES situations, the Emergency Services IP network shall provide a capability to route to a default PSAP when the local PSAP cannot be determined.

* Within an Emergency Services IP network all NOVES attempts shall be logged and the data made available to the PSAP. 

* Emergency Services IP networks shall be able to direct NOVES messages to an appropriate alternate destination if the situation is not an emergency.  
* Within an Emergency Services IP network subsequent NOVES media content shall go to the same PSAP as the initial media and call setup signaling at the beginning of the non-voice emergency session. 

* The PSAP shall have the capability to associate all emergency sessions and media content with the originating caller.

* The PSAP shall be able to acknowledge receipt of a NOVES message back to the originating caller.

* During a NOVES session the PSAP shall be able to establish voice communications with the originating caller.

* The Emergency Services IP network shall be responsible for routing NOVES messages to the appropriate PSAP.

* Within an Emergency Services IP network it shall be possible to associate non-voice messages and voice calls from the same caller together. 

* Detailed log records of a NOVES session should be generated by an Emergency Services IP network.

---------------  End of 1st modification  -----------------

