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Introduction

One of the CS use cases (Call transfer from 3GPP mobile device to IP-PBX device) has a step that states that “The mobile operator converts the CS voice call into a SIP session, which is anchored in the mobile operator’s IMS.” However this is the pre-condition for the use case and so we believe it is more appropriate for step b) to describe that the CS call is transferred to the enterprise IP-PBX as a SIP session (anchored in the mobile operator’s IMS).
Proposal

6.2
CS use cases

6.2.1
Call transfer from 3GPP mobile device to IP-PBX device

6.2.1.1
Preconditions

An Enterprise user is located within the Enterprise premises.  The user has an active CS voice call on his 3GPP mobile device.  The mobile operator is capable of converting a CS call to an IMS call.
6.2.1.2
Service flow

a)
The user transfers the CS voice call from the 3GPP mobile device to his IP-PBX device to benefit from Unified Communications services within the Enterprise.

b)
The CS call is transferred to the Enterprise IP-PBX as a SIP session, which is anchored in the mobile operator’s IMS.

b)
If the call is made towards PSTN/MNO, the media path uses the mobile operator’s PSTN GW, codec converters, etc.  If the voice call was established using wideband codecs, wideband codecs will be maintained after the user transfers the call from the 3GPP mobile device to the IP-PBX device.
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