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	The requirements for reverse charging in IMS was introduced from current CS network. Given the multimedia features of IMS, there are two aspects about reverse charging feature in IMS:

1.
The callee might be the sender to initiate the re-INVITE procedure to add new media streams into current multimedia session. In this case, the callee could indicate that the new introduced media streams would be charged by the caller. 

2.
As IMS session would have more than one media stream, it might be better to allow the users to show reverse charging indication for some specific media streams.
This contribution proposes to enhance the reverse charging to specific multimedia streams in 3GPP Rel-11.
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	Enhancement of the requirement indicating that the reverse charging should also be applied to specific media streams.
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	Not flexible to further negotiate the addition of media streams and possible charging agreement, and a potential charging argument when reverse charging is applied and new media streams are added during an IMS session

	
	

	Clauses affected:
(

	8.2.16

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


********************* The First Change ***************************
8.2.16
Reverse charging 

8.2.16.1
Definition

The reverse charging at communication set up time service allows the terminating party to be charged for the entire communication or specific media streams of the communication. Only usage based charges can be applied to the terminating party. The service shall be requested by the originating party at communication set up time. The terminating party must receive an explicit indication of a reverse charge communication request.
This service description is based on the service description described in [E-19].
8.2.16.2
Service interactions with other IMS supplementary services

None.
********************* End of The First Change ***************************
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