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1. Introduction

This contribution proposes use case & potential requirement for frequent network access attempts from mobile data applications after failure. 
2. Discussion
As mobile devices with mobile data applications are quite aggressive, some devices will frequently keep on retrying network access attempts even if the device access to the network had failed. For example if the mobile device is not permitted access to the network according to the subscription the device keep on reinitiating access attempts to the network even though it has received the cause value which indicate to it that the request was rejected because it does not have right subscription. 
3. Recommendation 
This contribution proposes that devices with mobile data applications shall not keep on reinitiating access attempts to the network if the request was rejected with valid cause value.  Hence, the following changes are proposed to clauses 5 & 7 of TR 22.801.
First Change
5.X  Use Case for frequent network access attempts from mobile data applications after failure. 
     One characteristic of the mobile device with mobile data applications is that it is very aggressive. Such device will frequently keep on retrying network access attempts even though the device access to the network had failed due to some valid reason. For example, when the mobile device is not permitted access to the network because it has no subscription but the device keep on reinitiating access attempts there by aggravating signaling storm.

Issue

     The frequent retrying to access the network may reduce the network efficiency and waste network resource, e.g. some mobile device may retry to attach to the network even though the mobile device is not allowed to.

Next Change
7
Potential Requirements

To avoid signalling storm, mobile devices with non-mtc mobile data applications shall not keep on reinitiating access attempts to the network if the request was rejected with valid cause value.
End of Changes































































































































































































































