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* * *  First Change * * * *

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 22.003: "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)".

[2] 
3GPP TS 21.905: "Vocabulary for 3GPP specifications".
[3] 
3GPP TS 22.258: "Service Requirements for the All-IP Network (AIPN); Stage1".

[4]
3GPP TR 25.913: "Requirements for Evolved UTRA (E-UTRA) and Evolved UTRAN (E-UTRAN)".

[5]
3GPP TS 22.115: "Service aspects; Charging and billing".

[6]
ETSI TS 102 250-1: "Speech Processing, Transmission and Quality Aspects (STQ); QoS aspects for popular services in GSM and 3G networks: Part 1: Identification of Quality of Service aspects".

[7]
3GPP TR 23.882: "3GPP system architecture evolution (SAE): Report on technical options and conclusions".
[8]
C.S0001-A
Introduction to cdma2000 Standards for Spread Spectrum Systems - Release A.

[9]
C.S0002-A
Physical Layer Standard for cdma2000 Spread Spectrum Systems - Release A.
[10]
C.S0003-A 
Medium Access Control (MAC) Standard for cdma2000 Spread Spectrum Systems - Release A addendum 2.
[11]
C.S0004-A
Signaling Link Access Control (LAC) Specification for cdma2000 Spread Spectrum Systems -Addendum 2.
[12]
C.S0005-A
Upper Layer (Layer 3) Signaling Standard for cdma2000 Spread Spectrum Systems - Release A addendum 2.
[13]
C.S0006-A 
Analog Signaling Standard for cdma2000 Spread Spectrum Systems - Addendum 2.
[14]
A.S0007 – A.S0009
Interoperability Specification (IOS) for High Rate Packet Data (HRPD).
[15]
A.S0011 – A.S0017
Interoperability Specification (IOS) for cdma2000 Access Network Interfaces.
[16]
X.S0011
cdma2000 Wireless IP Network.

[17]
C.S0024-A   cdma2000 High Rate Packet Data Air Interface Specification.

[18]

C.S0024-0   cdma2000 High Rate Packet Data Air Interface Specification.

[19]

Void.

[20]
WiMAX Forum Mobile System Profile, Release 1.0 .

[21]



3GPP TS 22.101: "Service Aspects; Service Principles". 
[22]
"Recommendations and Requirements for Networks based on WiMAX Forum CertifiedTM Products" (WiMAX stage 1)

[23]
"WiMAX Forum Network Architecture  (Stage 2:  Architecture Tenets, Reference Model and Reference Points)"

[24] 
"WiMAX Forum Network Architecture (Stage 3: Detailed Protocols and Procedures)"

[25]
Void.

[26]
S.R0048-A 3G Mobile Equipment Identifier (MEID)

[27]

BBF TR-144 -  Broadband Multi-Service Architecture & Framework Requirements 

[28]
BBF Technical Report TR-126 - Triple-play Services Quality of Experience (QoE) Requirements  

[x]
3GPP TS 22.101: Service principles
[x]
3GPP TS 22.220: Service requirements for Home Node B (HNB) and Home eNode B (HeNB)
* * *  Second Change * * * *

5.1
Requirements for Fixed Mobile Interworking

The Evolved Packet System shall support the following scenarios: a single Operator offering both fixed and mobile access; different Operators collaborating to deliver services across both networks. These scenarios will be supported by interworking between the access networks.

The Evolved Packet System shall support access to services on the mobile network via interworking with a fixed access network for the following scenarios:
-
Residential scenarios for operators that own both wireless and wireline access networks

-
Residential scenarios for operators that own wireless access networks only

-
Enterprise scenarios with managed connectivity between mobile operators and enterprise networks

The Evolved Packet System shall be able to support the following functions for interworking between the fixed access in the above scenarios and Evolved Packet Core:

-
connectivity, 
-
subscriber authentication/authorization, 

-
offline charging

-
online charging for traffic routed via the Evolved Packet Core 

-
Policy Control and 
-
Quality of Service.
The Evolved Packet Core shall support the following for fixed access:

-
policy management,

-
authentication for WLAN terminals and fixed devices, 

-
charging

The EPS shall be capable to set operator policies to support simultaneous access to PLMN services and traffic offloading to the fixed network.
Interworking shall support the following scenarios: 

When traffic is routed via EPC

-
When H(e)NB is being used and  traffic, e.g. internet, is offloaded in the local wireline network

-
When WLAN is being used and  traffic is offloaded in the local wireline network (i.e. non-seamless WLAN offloading)
-
When the 3GPP UE receives services from the BBF access network
The 3GPP – BBF interworking solution shall be able to:

· Support LIPA and SIPTO requirements per 3GPP TS 22.220 [x], section 5.7 and 5.9, respectively
· Support  SIPTO requirements per 3GPP TS 22.101 [x]

· Enable the 3GPP Service Provider  to convey charging and QoS requrements to the BBF access network when the 3GPP UE receives services from the BBF access network
Additionally the Evolved Packet System shall be able:

-
to minimize QoS and Policy management signalling overhead while interworking between the fixed access and Evolved Packet Core.
-
to route different simultaneously active PDN connections through different accesses while interworking between the fixed access and Evolved Packet Core.
-
to route different IP flows belonging to the same PDN connection through different accesses while interworking between the fixed access and Evolved Packet Core.
The requirements for mobility in chapter 7.1.3 apply also to interworking between the fixed access and Evolved Packet Core.

* * *  End of  Change * * * *
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