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START OF CHANGE 1
10.4.2 Emergency calls with voice, GTT and/or Other Media
10.4.2.1
General 

To support IMS emergency calls towards IP PSAPs, other media types in addition to voice or GTT may be supported by the UE or the IMS, subject to regulatory requirements.

Those other media types that may be supported during an emergency call include:

-
Real time video (simplex, full duplex), synchronized with speech if present;

-
Session mode text-based instant messaging;

-
File transfer; and

-
Video clip sharing, picture sharing, audio clip sharing.

To avoid interworking issues, a UE or IMS that supports text based instant messaging shall support a common session mode text-based instant messaging protocol.
IMS emergency calling does not include support for legacy store and forward messaging such as Short Messaging Service (SMS).

Outside the scope of this specification are:

-
calls from non-human associated devices (e.g. fire alarms).
When the additional media, further on called other media, is required, it shall be sent within an IMS emergency call.

Adding, removing and modifying individual media to/from an IMS emergency call shall be supported.

IMS emergency calling with other media is not a subscription service. A UE capable of IMS emergency calls and capable of supporting the other media types should also be able to support initiation of an IMS emergency session with the supported other media.
IMS emergency calls with other media support providing location of the UE, in a manner similar to IMS emergency voice calls.
An IMS UE that supports other media during an IMS emergency call shall identify an emergency number dialled by the end user as a valid emergency number utilizing the same mechanisms as used for IMS emergency voice calls as defined in subclause 10.1.1. 
NOTE 1:
This capability supports the general public, including facilitating emergency communications by individuals with disabilities (e.g., persons who are deaf, deaf-blind, hard of hearing, or have a speech disability).

An originating network or UE may support some or all of these other media types, and support of any specific media by an originating network or UE may be subject to regulatory requirements.
Voice call continuity per clause 21 shall be supported when a UE with an active IMS emergency session with voice and other media moves out of IMS voice coverage and voice call continuity is supported by the UE and network.  
Other media shall be dropped when a UE with an active IMS MES moves out of IMS voice coverage, irrespective of whether or not there is an active voice session.
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