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Introduction
This contribution proposes a new use case of key issue 5 “Usage Monitoring for Subscriber Group” to the section 8 in TR 23.858. 
Proposal

It is proposed that the following text be added to section 8 in TR 23.856.
*** First Change ***

8
Key Issue 5: Usage Monitoring for Subscriber Group

Editor’s Note: This subclause will describe the use cases, requirements, and proposed solutions for how to apply usage control for a subscriber group.

8.1
Description

8.2
Use Cases and Requirements

Editor’s note: This subclause will identify the use cases and requirements if necessary. 
8.2.1 Use Cases
Alice , her sister and her parents are subscribers of mobile network X and they have following subscriptions: 
1) Alice and her parents  constitute a subscriber group- Subscriber Group A, which is permitted for the total usage allowance of 50M per month. 
2) Alice and her friend Lucy constitute another subscriber group- Subscriber Group B, which is permitted for usage allowance of 30M per month
3) There is no specific usage allowance for any person.
4) The allowance usage for Alice is accumulated in subscriber group A firstly. And this allowance usage is not into accumulated in subscriber group B. when the allowance usage of A runs out, the allowance usage for Alice will be accumulated in subscriber group B.
In this profile, Alice and her parents share the total usage allowance of 50M per month. In addition, Alice and Lucy share the total usage allowance of 30M per month. When Alice and her parents are using the network, the network should monitor the traffic and detect whether the volume reaches the usage allowance of Subscriber Group A (50M). here, this allowance usage for Alice is not into accumulated in subscriber group B.
When Alice and Lucy are using and the allowance of Subscriber Group A hasn’t run out, the volume of Alice used should not be included in the volume of the subscriber Group B used. The network should monitor the traffic of Alice used separately, and detect whether the volume reaches the allowance of Subscriber Group A. At the same time, the network should monitor the traffic of Lucy used and detect whether the volume reaches the allowance of Subscriber Group B. 
In this case, if the allowance of Subscriber Group A has run out, the network should monitor the traffic of Alice and Lucy used and detect the volume of them used reaches the allowance of Subscriber Group B.
8.2.2 Requirements

The 3GPP system shall be able to monitor the traffic usage of the rest UEs in one subscriber group which excluded the certain UE.
8.3
Alternative Solutions

Editor’s note: This subclause will describe alternative solution to the key issue. 
8.3.1
Alternative Solution ...
8.4 
Evaluation

Editor’s Note: This section will evaluate the alternative solutions.

8.5 
Conclusion

Editor’s Note: This section will provide conclusions with respects to preferred solution and what further specification work is required.
*** End ***
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