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1. Overall Description:

3GPP TSG CT WG1 thanks GSMA CPWP for its liaison in CPWP 91_005rev1 and would like to inform them of progress made at the above meeting regarding provision of extra granularity for service differentiation within the ICSI for charging purposes.

3GPP TSG WG1 believes that ICSI and IARI should be kept distinct. IARI are defined for cooperation between the applications in the end users, and potentially the application in an application server if that forms the end point of the dialog. As such these should not form part of charging or resource provision in any IMS core entities.

However, an ICSI may have specialisations which refine it by adding subclass identifiers separated by dots. For example, the GSMA Video Share service could be specifically identified by the ICSI;
urn:urn-7:3gpp-service.ims.icsi.mmtel.video-share as a sub-class of the ICSI urn:urn-7:3gpp-service.ims.icsi.mmtel. 

ICSI subclasses shall be guaranteed as unique; therefore as a minimum the root subclass shall be registered to act as a unique namespace. Once the root namespace is registered, the owner of that namespace may use further subclasses of that root without registering them. In practice, further examples can either be registered by 3GPP or the root namespace owner can maintain a registry of their own.
3GPP CT WG1’s intention is primarily to use ICSIs of the above format in the P-Asserted-Service Header field. 
The ICSI is already included in charging records. 3GPP TSG WG1 believes that the above mechanism provides the means to differentiate, according to the above example, an MMTEL session from a GSMA Video Share session for charging purposes.
As a consequence 3GPP TSG WG1 is progressing its work in this area according to the principles above. 
2. Actions:

To GSMA CPWP.

ACTION: 3GPP TSG CT WG1 asks GSMA CPWP to take the above information into account in their work on this subject.
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