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A new use case is proposed for Public Safety.
<<< Start of additions to 3GPP TR 22.803 >>>
5.x
Discovery out of Network coverage and ProSe Discovery enabled

5.x.1 
Description

This use case describes the scenario where a given public safety UE discovers one or more other ProSe enabled UEs while network coverage is down due to disaster scenario.

Bob the builder is a subscriber to Pontypandy Operator network with ProSe enabled UE. Bob is working in a building when an earthquake strikes and traps him there. The network coverage goes down e.g. due to local mast being damaged. Bob is able to enable the ProSe functionality on his UE. Fireman Sam has a Public safety ProSe enabled UE. When in proximity, Sam discovers Bob's UE and is able to locate and communicate with Bob's ProSe enabled UE to facilitate a rescue.
5.x.2 
Pre-conditions

Bob the builder has a ProSe enabled UE, and is out of network coverage.

Fireman Sam  has a Prose enabled UE and has enabled ProSe Discovery, configured such that it can discover other UEs and be discovered by other UEs.

5.x.3 
Service flows

Fireman Sam moves into proximity of Bob. 

Fireman Sam 's UE discovers Bob's UE upon being within proximity.

Bob's UE discovers Fireman Sam's UE upon being within proximity.

5.x4 
Post-conditions

Fireman Sam is able to communicate with Bob in order to facilitate a rescue.
5.x.5 
Requirements

A Public Safety UE with ProSe enabled will discover non public safety UE’s upon entering proximity of each others when out of network coverage. 
It shall be possible for a non-public safety UE to use ProSe in the absence of E-UTRAN coverage, for emergency purposes.
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