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1 Introduction

This contribution proposes general requirements for ProSe communication charging.
2 Proposed text

The contribution provides text proposed to be added to section 6 of the FS_ProSe study document.
*******First Change******
6
Potential Requirements
6.1. Operational Requirements

ProSe services are available to all ProSe-capable UEs that are registered to a PLMN, and are under coverage of the E-UTRAN of said PLMN. In this case E-UTRAN resources involved in ProSe services will be under real time 3GPP network control. 

ProSe services are not available to ProSe-capable UEs out of E-UTRAN coverage except in the following case:

Public Safety ProSe-capable UEs can use ProSe services when operating on spectrum dedicated to ProSe services, and allocated for public safety, even when not under E-UTRAN coverage. In this case at least one time pre-authorization to use ProSe services is needed. 

Editor’s Note: Periodic re-authorization, authorization revocation, configuration  etc needs to be defined

Editor’s Note: UEs must have configuration that defines the use of different spectrum bands.

Editor’s Note: There is an additional possibility where Public Safety ProSe-capable UEs can use ProSe services when operating on spectrum allocated for public safety (but is not dedicated to ProSe services), even when not under E-UTRAN coverage. In this case there are some concern regarding the UE complexity, the communication between out of coverage and in-coverage UEs and the potential effects this might have on infrastructure.

6.x  Charging Requirements

When a UE uses ProSe communication under network coverage, the operator shall be able to charge for ProSe communication features including:

· activation/deactivation of ProSe communication

· ProSe communication initiation

· ProSe communication duration


