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Discussion
During SA1#57 open discovery use case is adopted and related requirements were agreed to enable ProSe discovery. Open discovery creates cash flow for operators. Operator can charge the capability of open discovery. For example: a device could be notified directly and maximum transmission power limits maximum transmission range of the associated open discovery capability. A device could also be notified through other ProSe-enabled devices to increase open discovery range.
Proposal  

It is proposed to include transmission power regulation and open discovery assistance in the requirements for the Open Discovery Use Case.
Proposed Change
============ Start of Change ============
5.1.2 
Open Discovery Use Case

5.1.2.1 
Description

This use case describes a case in which UEs discover other UEs without permission by the discoverable UEs

5.1.2.2 
Pre-conditions

Mary uses a given application. In the context of this application, the following assumptions are made:

· Mary, Store A and Restaurants A, B and C use ProSe-enabled UEs;

· Mary and the owners of the store and restaurant UEs are subscribed to an operator service that allows them to use ProSe;

· There might be hundreds of other stores/restaurants with ProSe enabled UEs in the vicinity of Mary

· The operator has enabled the application to access this ProSe feature

5.1.2.3 
Service Flows

As Mary walks into the neighbourhood where Store A Mary is notified of the proximity of Store A. 

Mary then decides to look for a restaurant, and thus (e.g., following  interaction with her application), Mary is notified of the proximity of Restaurant A. Mary is not notified of the proximity of other establishments not found of interest according to the application she is using. After she starts walking towards Restaurant B, Mary is notified of the proximity of Restaurant B, and also of Restaurant C from Restaurant B. 

5.1.2.4 
Post-Conditions

Mary’s application is aware of Store A, Restaurants A, B and C.

5.1.2.2
Requirements

The following requirements are listed for this use case in addition to those of Section 5.1.1

Subject to user and operator settings, a ProSe-enabled UE shall be discoverable by all other ProSe-enabled UEs in proximity without explicit permission by the discoverable UE. 
If open discovery is enabled by the operator, the operator shall be able to configure the capability of open discovery per discoverable UE, e.g. to limit the maximum transmission power of a discoverable UE.
The operator shall be able to configure a ProSe-enabled device to assist notification the existence of other ProSe-enabled UE.
============ End of Change ============
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