3GPP TSG-SA WG1 Meeting #58
S1-121444
Seville, ES, 7th – 11th May 2012

Title:

Use case: ProSe communication via WLAN
Ag. Item:
9.6 FS_ProSe

Source:
Intel, III, Vodafone, T-Mobile, Telecom Italia, CMCC, Telefonica, KPN, Sprint, Bell Mobility, Cisco, Motorola Mobility, Interdigital, NEC, Radisys, ZTE, Juniper, Panasonic, Hitachi Ltd, ITRI, ETRI, TCS. 
Contact: 
Muthaiah dot Venkatachalam at intel dot com
1. Introduction

This contribution proposes a use case that describes how WLAN communication can be used between ProSe enabled UEs 
2. Proposal

5.x
Use Case:  ProSe communication via WLAN
5.x.1
Description
This use case describes how WLAN communication can be used between ProSe enabled UEs
5.x.2
Pre-conditions

· Bob and John are subscribers to mobile data service from an MNO. 

· Bob and John both carry UEs that have WLAN capabilities. 

· Both UEs are enabled for ProSe Discovery and Communication.
· Bob’s UE discovers John’s UE using ProSe Discovery 
· 3GPP EPC provides WLAN configuration information to Bob’s UE and John’s UE.
5.x.3
Service Flow

· Bob clicks to send an HD video to John. 
· Bob’s UE uses configuration information from 3GPP EPC to establish WLAN communication with John’s UE.
· Bob’s UE streams the HD video to John’s UE using the established WLAN connection.
5.x.4
Post-conditions
· John has received Bob’s HD video.
5.x.5
Requirements

· Subject to operator policy and user consent, a ProSe-enabled UE may be able to establish WLAN communication with another ProSe-enabled UE, based on ProSe Discovery and WLAN configuration information from the 3GPP EPC.

Editor’s Note: security, accounting, roaming and session management considerations are FFS.

