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1 Introduction

Section 6.1 of the TR includes three editor’s notes regarding authentication, authorization, and configuration of ProSe-enabled public safety UEs.  At this time, there are no specific requirements from public safety related to these topics.  This contribution proposes a requirement to allow public safety operators to determine the appropriate authorization, authentication, and configuration measures as those are identified.
2 Proposed text

The following text is proposed to be added to section 6.1 of the FS_ProSe study document.

******* First Change******
6.1. Operational Requirements
ProSe services are available to ProSe-capable UEs that are registered to a PLMN, and are under coverage of the E-UTRAN of said PLMN. In this case E-UTRAN resources involved in ProSe services will be under real time 3GPP network control. 

ProSe services are not available to ProSe-capable UEs out of E-UTRAN coverage except in the following case:

The network should be able to collect Discovery information regarding which ProSe-enabled UEs are discovered to be in proximity of a given UE. Restrictions from contracts and regulation on data collection apply. 
ProSe-enabled public safety UEs can use ProSe services when operating on public safety spectrum dedicated to ProSe serviceseven when not under E-UTRAN coverage. In this case, at least one time pre-authorization to use ProSe services is needed. 
Periodic re-authorization and specific configurations of public safety UEs shall be subject to public safety operator policy.




*******End First Change******








































