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Start of 1st Change
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

2.1
Normative references

[1]
3GPP TS 22.105 "Services and Service Capabilities"

[2]
Void

[3]
3GPP TS 22.038: "SIM application toolkit, stage 1"

[4]
3GPP TS 22.001: " Principles of Circuit telecommunication services supported by a Public Land Mobile Network (PLMN)".

[5]
3GPP TS 22.004: General on supplementary services"

[6]
3GPP TS 22.030: "Man-Machine Interface (MMI) of the User Equipment (UE)"

[7]
3GPP TS 22.066: "Support of Mobile Number Portability (MNP); Service description; Stage 1"

[8]
3GPP TS 22.079: " Support of Optimal Routing; Stage 1"

[9]
3GPP TS 22.129: "Handover Requirements between UTRAN and GERAN or other Radio Systems"

[10]
3GPP TS 33.102: "Security Architecture"

[11]
3GPP TS 22.011: "Service Accessibility"

[12]
3GPP TS 22.016: "International mobile Station Equipment Identities (IMEI)"

[13]
3GPP TS 24.008: " Mobile Radio Interface Layer 3 Specification"

[14]
3GPP TS 22.003: "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)"

[15]
3GPP TS 21.133: "Security Threats and Requirements" 

[16]
3GPP TS 33.120: "Security Principles"

[17]
3GPP TS 22.042: "Network Identity and Time Zone, Service Description, Stage 1"

[18]
3GPP TS 42.009: "Security Aspects"

[19] 
3GPP TS 31.102: "USIM Application Characteristics"

[20]
3GPP TS 23.221 "Architectural Requirements"

[21]
3GPP TS 22.002: "Circuit Bearer Services (BS) supported by a Public Land Mobile Network (PLMN)"

[22]
3GPP TS 22.060: "General Packet Radio Service (GPRS)"

[23]
3GPP TS 29.002: "Mobile Application Part (MAP) specification "

[24]
3GPP TR 23.972: "Circuit Switched Multimedia Telephony".

[25]
3GPP TS 22.140: "Multimedia messaging service; Stage 1".

[26]
3GPP TS 22.226: "Global Text Telephony, Stage 1."

[27]
3GPP TS 22.228: "IP multimedia (IM) CN subsystem, stage 1"

[28]
RFC 3261: "SIP: Session Initiation Protocol"

[29]
3GPP TR 21.905: " Vocabulary for 3GPP Specifications"

[30]     
3GPP TS 26.233: "Packet Switched Streaming Service (PSS) ; General Description"

[31]     
3GPP TS 26.234: "Packet Switched Streaming Service (PSS) ; Protocols and Codecs"

[32]
3GPP TR 22.934: "Feasibility study on 3GPP system to Wireless LAN interworking"

[33]
RFC 2486: "The Network Access Identifier"

[34]
TS
51.011: "Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface", Release 4

[35]
TS22.234: "Requirements on 3GPP system to wireless local area network (WLAN) interworking"

[36]
3GPP TS 31.101: "UICC-terminal interface; Physical and logical characteristics"
[37]
OMA Device Management V1.2 specifications

[38]
OMA Client Provisioning V1.1 specifications 

[39]
void
[40]
3GPP TS 22.173: " IMS Multimedia Telephony Service and supplementary services - Stage 1"

[41]
3GPP TS 22.082: " Call Forwarding (CF) supplementary services - Stage 1"

[42]
3GPP TS 22.278:  "Service Requirements for the Evolved Packet System (EPS)"

[44]
3GPP TS 22.071:  "Location Services (LCS); Service description; Stage 1"

[45]
3GPP TR 22.985: "Service requirement for the 3GPP User Data Convergence (Release 9)"

[46]
DD CEN/TS 15722:2009 “Road Transport and Traffic Telematics, eSafety, eCall Minimum Set of Data (MSD)” 
 [47]
3GPP TS 23.226:
 "Global text telephony (GTT); Stage 2"

[48]
3GPP TS 22.220: " Service requirements for Home NodeBs and Home eNodeBs"

[49]
ETSI TS 181 019 V2.0.0 (2007-11): "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); Business Communication Requirements"
[50]
3GPP TS 23.335: "User Data Convergence (UDC); Technical realization and information flows"; stage 2. 
[51]
C.S0001-A
Introduction to cdma2000 Standards for Spread Spectrum Systems - Release A.

2.2
Informative references

 [43]
GSMA PRD IR.34: "Inter-Service Provider IP Backbone Guidelines"
End of 1st Change
Start of 2nd Change

4.9
Network Sharing

Network sharing shall be transparent to the user. 

The specifications shall support both the sharing of:

(i)
radio access network only;

(ii)
radio access network and core network entities connected to radio access network

NOTE:
In a normal deployment scenario only one or the other option will be implemented. 

It shall be possible to support different mobility management rules, service capabilities and access rights as a function of the home PLMN of the subscribers.

It shall be possible to support network sharing for interworking with multiple cdma2000  networks [51].
End of 2nd Change
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