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Abstract: This contribution clarifies use case on ProSe Discovery for public safety out of coverage use case.
Discussion
In last SA1 meeting, a use case on Prose discovery for public safety UEs out of coverage was approved. In the requirements section it says:
“A ProSe-enabled public safety UE with ProSe Discovery enabled shall be able to discover other discoverable public safety UEs when one or more of the UEs involved in ProSe Discovery are out of network coverage.”
From the text, it is not clear whether there is a requirement that at least one UE must be within the network coverage, or whether it requires that the UEs can discover each other when all of them are out of coverage.
From reading the description of the use case, the above question is still not answered.  However, the difference on the requirements may impact the design of the solution; hence it is necessary to clarify it. 
From our understanding of the intention of this use case, we think the author’s original intention was the later one, i.e. when all of the UEs are out of coverage, the UEs can still discover each other without immediate help from the network. The UEs may have been configured with some parameters, when they were within the network coverage, to facilitate the Prose discovery, but during the Prose discovery, the network is not involved.
We propose to clarify both the description of the use case and the requirement to make it less vague.
Proposal 
It is proposed to change the following to TR 22.803 V0.3.0 (FS_ProSe).

*** First Change ***
5.2.2 
ProSe Discovery Out of Network Coverage

5.2.2.1 
Description

This use case describes the scenario where a given UE discovers one or more other UEs while out of network coverage, with ProSe Discovery always enabled.

5.2.2.2 
Pre-conditions

An operator offers a service, which makes use of ProSe feature.

Officer A, Officer B, and Officer C use ProSe-capable public safety UE’s, and Officer A is in network coverage while Officer’s B and C are out of network coverage.
Officer A, Officer B, and Officer C have activated ProSe Discovery on their UE’s such that they can discover other UE’s and be discovered by other UE’s.

Officer A is not in proximity to Officers B and C, who are both within proximity of each other.

Officer’s B and C’s UE’s have discovered each other.

5.2.2.3 
Service flows

Officer A moves into proximity of Officer’s B and C. 

Officer A’s UE discovers Officer B and C’s UE’s upon entering proximity.

Officer B and C’s UE’s discover Officer A’s UE upon entering proximity.

5.2.2.4 
Post-conditions

None.
5.2.2.5 
Requirements

A ProSe-enabled public safety UE with ProSe Discovery enabled shall be able to discover other discoverable public safety UEs when some or all of the UEs involved in ProSe Discovery are out of network coverage.

A user of a ProSe-enabled public safety UE shall be able to activate or deactivate the UE’s ProSe Discovery feature out of network coverage

*** End of Changes ***
