

	
3GPP TSG-SA WG1 Meeting #59 	 S1-122473171	Comment by Explanation of field: 
 Document numbers are allocated by the Working Group Secretary.   Use the format of document number specified by the 3GPP Working Procedures.
Chicago, US, JULY 30 – AUGUST 3, 2012
	CR-Form-v10

	CHANGE REQUEST

	

		Comment by Explanation of field: 
 Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.
	22.228
	CR
	0174
		rev	Comment by Explanation of field: 
 Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.
	1-
		Current version:	Comment by Explanation of field: 
 Enter the revision number of the CR here. If it is the first version, use a "-".
	12.2.0
		Comment by Explanation of field: 
 Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to  http://www.3gpp.org/specs/specs.htm.

	

	For HELP on using this form look at the pop-up text over the  symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.	Comment by Explanation of field: 
 For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.

	



	Proposed change affects: 	Comment by Explanation of field: 
 Mark appropriate boxes with an X.
	UICC apps	Comment by Explanation of field: 
 SIM / USIM / ISIM applications.
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:		Comment by Explanation of field: 
 Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".
	[bookmark: OLE_LINK63][bookmark: OLE_LINK64]Add requirement for IMS enhancement to supporting for Push Notification Service

	
	

	Source to WG:		Comment by Explanation of field: One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.
	China Mobile

	Source to TSG:		Comment by Explanation of field: For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where 
	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; 

	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". 
Examples: "C4", "R5", "G3new", "SP".
	S1

	
	

	Work item code:		Comment by Explanation of field: 
 Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See 
http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm .
	IMS_PNS
	
	Date: 	Comment by Explanation of field: 
 Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Office® 2003 applications. Prefered format is ISO standard yyyy-MM-dd.
	2012-07-03

	
	
	
	
	

	Category:		Comment by Explanation of field: 
 Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report 21.900 "TSG working methods".
	B
	
	Release: 	Comment by Explanation of field: 
 Enter a single release code from the list below.
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4	(Release 4)
Rel-5	(Release 5)
Rel-6	(Release 6)
Rel-7	(Release 7)
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)

	
	

	Reason for change:		Comment by Explanation of field: 
 Enter text which explains why the change is necessary.
	For alignment, tThe capabilities of IMS CN to support Push Notification Service should be consistent with the service requirements defined by GSMA and the service architecture defined by OMA. The purpose is to make sure that there is no gap between the 3GPP specifications and the GSMA/OMA specifications.

	
	

	Summary of change:		Comment by Explanation of field: 
 Enter text which describes the most important components of the change. i.e. How the change is made.
	This CR adds requirements to support Push Notification Service in IMS. IMS CN as SIP core network of Push Notification Service architecture should support SIP based Push Notification Service as defined in OMA-Push-AD-V2_3-20111122-Athe capabilities assoiated with Push Notification Service defined by GSMA.

	
	

	Consequences if 	
not approved:	Comment by Explanation of field: 
 Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.
	If MNOs deploy Push Notification Service over the SIP signalling channel, IMS CN may not fully satisfy all requirements of Push Notification service.

	
	

	Clauses affected:		Comment by Explanation of field: 
 Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).
	2.1 and 7

	
	

	
	Y
	N
	
	

	Other specs		Comment by Explanation of field: 
 Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.
	
	N
	 Other core specifications		Comment by Explanation of field: 
 List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.
	TS/TR ... CR ... 

	affected:
	
	N
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	N
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:		Comment by Explanation of field: 
 Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.
	



Page 1


#####First change#####
[bookmark: _Toc319593538]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[bookmark: _Toc319593539]2.1	Normative references
[1]	3GPP TS 22.003: "CS Teleservices supported by a PLMN".
[2]	Void
[3]	Void
[4]	Void
[5]	3GPP TS 22.101: "Service principles".
[6]	Void
[7]	3GPP TS 22.146: "Multimedia Broadcast/Multicast Service; Stage 1"
[8]	Void
[9]	IETF RFC 3261: "SIP: Session Initiation Protocol"
[10]	3GPP TS 22.078: "Customised Applications for Mobile network Enhanced Logic (CAMEL); Service definition – Stage 1"
[11]	3GPP TS 22.057: "Mobile Execution Environment (MexE); Service description, Stage 1"
[12]	3GPP TS 22.038: "USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1"
[13]	Open Mobile Alliance (OMA): OMA-RD-Parlay_Service_Access-V1_0-20100427-A 
[14]	3GPP TR 21.905: "Vocabulary for 3GPP specifications" 
[15]	IETF RFC 3966: "The tel URI for Telephone Numbers"
[16]	3GPP TS 22.240: "Stage 1 Service Requirement for the 3GPP Generic User Profile (GUP)"
[17]	ETSI ETS 300 284: "Integrated Services Digital Network (ISDN); User-to-User Signalling (UUS) supplementary service; Service description"
[19]	ETSI TS 102 424: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); Requirements of the NGN network to support Emergency Communication from Citizen to Authority"
[20]	3GPP TS 22.173: "Multimedia Telephony Service and supplementary services" 
[21]	3GPP TS 31.103: "Characteristics of the IP Multimedia Services Identity Module (ISIM) application".
[22]	IETF RFC 5039: "The Session Initiation Protocol (SIP) and Spam"
http://www.ietf.org/rfc/rfc5039.txt?number=5039 
[23]	IETF RFC 5631: "Session Initiation Protocol (SIP) Session Mobility"
http://www.ietf.org/rfc/rfc5631.txt?number=5631 
[24]	3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".
[25]	3GPP TS 22.081: "Line Identification supplementary services; Stage 1"
[26]	ITU-T Recommendation E.164: "The international public telecommunication numbering plan".
[27]	Open Mobile  (OMA): OMA-AD-Push-V2_3-20111122-A.pdf
[bookmark: _Toc319593540]2.2	Informative references
[18]	GSMA PRD IR.34: "Inter-Service Provider IP Backbone Guidelines"
#####End change#####
#####Second change#####
[bookmark: _Toc319593547]7	User service requirements
[bookmark: OLE_LINK15][bookmark: OLE_LINK16][bookmark: OLE_LINK17][bookmark: OLE_LINK18][bookmark: OLE_LINK19][bookmark: OLE_LINK20][bookmark: OLE_LINK21][bookmark: OLE_LINK9][bookmark: OLE_LINK10][bookmark: OLE_LINK11][bookmark: OLE_LINK12][bookmark: OLE_LINK13][bookmark: OLE_LINK14]7.16	Support for Push_Notification Service in IMS
[bookmark: OLE_LINK22][bookmark: OLE_LINK23]The IMS shall support SIP based Push Notification Service as defined in OMA-Push-AD-V2_3-20111122-A.
IMS should provide means for the Push Proxy Gateway to transmit the Push notification to Push client and guarantee the security of the data exchanged between them.
#####End change#####

