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Abstract: 

Discussion
As directed by SA plenary, MOCN/GWCN should be considered in all 3GPP work.  The following use cases are examples of where this may occur, but not limited.
Proposal 

It is proposed to add the following text to TR 22.803 (FS_ProSe).

*** First Change ***
5.1.x

5.1.x Description

This use case describes MOCN/GWCN considerations between MOCN/GWCN networks where one network is a “public safety” network
5.1.x.2Pre-conditions
There is a private “public safety” network operating with LTE technology

To fill in areas of coverage this network has MOCN/GWCN agreements with public carrier networks to allow “public safety” terminals to operate on the public LTE networks

Janet is a citizen who does not have a public safety UE, but is ProSe enabled for public use

Joe ,Bob and Sue  are police officers having public safety UE’s 

Joe and Bob are being served by a public carrier cell

Sue  is being served on the LTE private network (supporting public safety), adjacent/coincident  to the coverage of the cell serving Joe and Bob
5.1.x.3 Service Flow


Joe and Bob and Sue are allowed to enter into ProSe discovery and communication.

Janet’s UE does not see Joe, Bob, or Sue’s UE
5.1.x.4 Post-conditions

ProSe communication to a user served by a  separate MOCN/GWCN network is enabled  

5.1.x.5 Requirements

Subject to operator policies MOCN networks shall support establishing ProSe Communication between two UEs camping on the same radio access network but served by different MOCN PLMNs.
*** End of Changes ***
