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Discussion
It has been agreed that Prose Discovey shall support different range classes, different applications for a UE may request to use different ProSe Discovery range classes. For the charging requirements, it is only specify that the operator shall charge for ProSe Discovery features including the ability for a UE to be discoverable including the range class, it is proposed that the operator shall also consider about the ability to discover other UEs including the range class.
5.1.1.5
Potential Requirements

General

Based on operator policy and user choice, the proximity of two ProSe-enabled UEs shall be determinable; for example, using direct radio signals or via the operator network. 

A discovering UE shall be able to determine whether or not a discovered UE is useful to it.
Editor’s Note: Role of the user, application and operator in such determination is FFS.

Policy and user choice can set the ProSe feature to enable a UE:

-
to discover other UEs in its proximity but not be discoverable;

-
to be discoverable by other UEs but not be able to discover other UEs in its proximity;

-
to discover other UEs in its proximity and be discoverable by other UEs;

-
to disable to be discoverable by other UEs and the discovery of other UEs.

ProSe Discovery shall support a minimum of three range classes – for example short, medium and maximum range.

The operator shall be able to authorize per subscription which range classes ProSe Discovery is allowed to use.

An application can request to use a certain ProSe Discovery range class.

The impact of ProSe Discovery on battery consumption should be minimized at a level that is sufficient for the service and does not impact the user experience of using the UE.

Subject to user and operator settings, a ProSe-enabled UE shall be discoverable only by other UEs in proximity that are explicitly permitted by the discoverable UE. 

ProSe shall allow the simultaneous operation of applications on a UE, ensuring that ProSe discovery info is only available to applications that were specifically authorized.

An operator shall be able to authorize the use of ProSe Discovery information by an application.

A user shall be able to allow the use of ProSe Discovery information by an application.

ProSe Feature Authorization

The operator shall be able to turn on or off the ProSe Discovery feature in its network.

The operator shall be able to authorize discovery operations for each individual UE.

The operator shall be able to authorize the ability of a UE to be discoverable by other UEs. 

The operator shall be able to authorize the ability of a UE to discover other UEs. 

Charging

The operator shall be able to charge for ProSe Discovery features including: 

-
the ability for a UE to be discoverable including the range class;

-
the ability to discover other UEs including the range class; 

-
the event of discovering a UE. 

Editor’s Note: 
Handle Privacy issues
