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In the use case for ProSe Application Provided by the Third-Party Application Developer, the description “At operator defined intervals, the operator’s network interacts with the ProSe-enabled UE to identify, authenticate, authorize, charge and enable ProSe capability features.” is not accurate, since the ProSe capability features can only be enabled and charged after the application is authorized to use ProSe capability features, the current description cause misunderstanding that as long as the UE request access to ProSe capability features, the network will enable and charge the ProSe capability features.
Proposal

It is proposed to add the following change into 3GPP TR 22.803 v1.0.0.

*******First Change******
5.1.11
Use Case for ProSe Application Provided by the Third-Party Application Developer

5.1.11.1
Description
The operator may provide ProSe capability features in a series of APIs to third-party application developers for application development. Benefiting from the cooperation between the operator and third-party application developers, the user can download and use a rich variety of new ProSe applications created by third-party application developers.

If the third-party application developer wants to use Prose capability features to develop a new application, the third-party application developer may need to sign a contract with the operator at first. The contract may include a third-party application developer ID, the application ID and so on.

The operator will store the contracted information of this third-party application developer in their network. The third-party application developer develops new ProSe applications using the ProSe APIs.

Users receive the ProSe applications created by the third-party application developers from various application distribution channels, e.g. an Operator application distributor or App Store. 

When the user activates the application, the application will request access to ProSe capability features. At operator defined intervals, the operator’s network interacts with the ProSe-enabled UE to identify, authenticate and authorize the use of ProSe capability features by the application, then to charge and enable ProSe capability features if the application is authorized to use ProSe capability features.

In order to reduce the interaction frequency between the operator’network and the ProSe-enabled UE, the frequency of this interaction should be considered and may be per operator-configuration of the UE.
*******End of Change******
