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1. Introduction

This contribution proposes additional requirements to the “Restricted Discovery” Use Case.
2. Discussion
The “Restricted Discovery” Use Case contains a serious of requirements having to do with the UE’s ability to discover and be discoverable.  However, after careful review, it is evident that not all restricted discovery scenarios are covered by the requirements.  This contribution seeks to remedy this.
We propose one requirement reflecting a UE’s ability to switch it discoverability to specific UEs over time.  
We also propose three additional requirements reflecting a UE’s ability to manage its discoverability by registering itself in specific discovery groups.  For example, if a user wants to connect to other users in his proximity that belong to the same company, he may want to simply indicate that he wants to discover UEs belonging to the group “Intel”.  Conversely, he may only want to be discoverable by other UEs belonging to the group “Intel”.
3. Proposal

5.1.1
Restricted ProSe Discovery Use Case

5.1.1.5
Potential Requirements
…

Operator policy and user choice can set the ProSe feature to enable: 
…

· a ProSe-enabled UE to revoke being discoverable by a ProSe-enabled UE (i.e. be discoverable by a UE at one time, and then not discoverable by the same UE at another time);

· a ProSe-enabled UE to discover ProSe-enabled UEs of interest, where interest is defined in a ProSe-enabled application per user, group of users, or category of users;

· a ProSe-enabled UE to restrict discoverability to ProSe-enabled UEs of interest, where interest is defined in a ProSe-enabled application per user, group of users, or category of users.
