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/* first change */
5.1.10
Service Management and Continuity for ProSe-assisted WLAN Direct Communications
5.1.10.1
Description
This use case demonstrates service management and continuity for ProSe Communication via WLAN.

5.1.10.2
Pre-Conditions
-
Bob and John are subscribers to a mobile data service from an MNO.
-
Bob and John carry UEs that have WLAN capabilities.
-
Both UEs are enabled for ProSe Discovery and Communication.
-
The 3GPP System is capable of switching an infrastructure communication path to a WLAN ProSe communication path and back again.
5.1.10.3
Service Flows
-
Bob and John are engaged in a data session (including one or more flows) that is being routed over the MNO’s core network infrastructure. 

-
When Bob and John move within WLAN communication range, the 3GPP System switches their data session to the WLAN ProSe communication path.

-
Later, when Bob and/or John move out of WLAN communication range, the 3GPP System switches their data session back to the MNO’s infrastructure path. 
5.1.10.4
Post-Conditions
None.

5.1.10.5
Potential Requirements
[PR.47] Subject to operator policy and user consent the EPC and a ProSe-enabled UE shall be capable of negotiating the move of a traffic flow between the infrastructure path and the ProSe-assisted WLAN direct path. 
[PR.48] There shall be no RAN impact due to the service continuity between the infrastructure communication path and WLAN direct path.

[PR.105] The infrastructure network shall be able to determine whether two ProSe-enabled UEs are within WLAN direct communications range and whether the WLAN direct link can provide the necessary QoS to support the end user application.
[PR.106] The infrastructure network shall ensure service continuity for ProSe-assisted WLAN direct communications flows and be capable of considering QoS requirements of all data flows when negotiating a communications path switch for a given end user application.
[PR.107] The system shall be capable of establishing a new user traffic session for a ProSe-assisted WLAN direct communications pat
[PR.126] Both the HPLMN and VPLMN operators shall be able to charge for service continuity procedures for ProSe-assisted WLAN Direct Communications.
/* end of first change */
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