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3
Definitions, Symbols and Abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Proximity: proximity is determined (“a UE is in proximity of another UE”) when given proximity criteria are fulfilled. Proximity criteria can be different for discovery and communication.

Range Class: General indication of distance. Values of the parameter and their exact meaning, can differ between deployments,  and are specified by the operator for the users, to allow them to set a preference. 

ProSe Discovery: a process that identifies that a UE is in proximity of another, using E-UTRA. 
ProSe Communication: a communication between two UEs in proximity by means of a communication path established between the UEs. The communication path could for example be established directly between the UEs or routed via local eNB(s).
ProSe-enabled UE: a UE that supports ProSe Discovery and/or ProSe Communication. Unless explicitly stated otherwise in this TR, a UE refers to a ProSe-enabled UE.

ProSe-enabled Network: a network that supports ProSe Discovery and/or ProSe Communication. Unless explicitly stated otherwise in this TR, a network refers to a ProSe-enabled network.

Open ProSe Discovery: is ProSe Discovery without explicit permission from the UE being discovered. 
Restricted ProSe Discovery: is ProSe Discovery that only takes place with explicit permission from the UE being discovered. 
ProSe Group Communication: a one-to-many ProSe Communication, between two or more UEs in proximity, by means of a common communication path established between the UEs. 

ProSe Broadcast Communication: a one-to-all ProSe Communication, between all authorized UEs in proximity, by means of a common communication path established between the UEs.
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