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10.4.2.2
UE Requirements
When IMS MES are supported by the UE, the following apply:

-
An IMS UE that supports IMS MES shall also support IMS emergency voice calls.

-
Once a UE is aware that an IMS MES has been initiated or detects a PSAP call-back, then the UE shall be able to (subject to user configuration) avoid drawing unnecessary attention to the user (e.g. playing audible tones or flashing brightly) and should confirm this to the user in as private a manner as is reasonable e.g. using text on the screen or audio if headphones are already connected. UE behaviour in an IMS MES may need to be different relative to the normal configuration. 

-
The UE should clearly differentiate IMS emergency session-mode text based instant messaging from IMS non-emergency session-mode text based instant messaging on the user display.

-
The IMS UE supporting video transfer during an IMS MES should be able to deliver recorded media in a form that allows progressive playback. (It is desirable that all pre-recorded media sent during an emergency session be progressively viewable.) 

-
When an IP PSAP attempts to add additional media to an existing IMS MES, the user shall be made aware of this. When additional media is requested by the PSAP, the user shall be able to permit or deny it.  
-
The UE shall provide an indication to the user  for each requested media, whether it was successfully or unsuccessfully established.

-
Further notifications of added and removed media shall be indicated to the user while the IMS MES is active. 
-
If none of the media requested by the UE is successfully established, the IMS MES will fail and an IMS MES failure indication shall be provided to the user.
-
In handover of an IMS MES where other media is dropped when IMS MES is not supported, the UE shall indicate to the end user that the other media is not supported in this area.  

The following requirements for IMS emergency voice calls also apply when an IMS MES is supported by the UE:

-
An IMS UE that supports IMS MES shall indicate to the network that the call is an IMS emergency call as is done for an IMS emergency voice call.

-
An IMS UE that supports IMS MES shall be able to receive an IMS call-back from a PSAP per clause 10.1.3 with voice, GTT or other media per clause 10.4.2.1.
-
An IMS UE that supports MES shall utilize the same trust and security mechanisms for the other media as utilized for an IMS emergency voice call.

-
When roaming, a UE shall originate an IMS MES in the serving network in the same  manner as for IMS emergency voice calls.
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