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1 Introduction

This contribution proposes editorial modifications to 22.468.
Discussion and Rationale for proposed changes:

Correct typographical errors: an extra period in 3.1.1, hyphens before requirements in 4.1.8.
Correct capitalization of Group Communication throughout
2 Proposed text

***** start first change *****

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

GCSE Group: A set of members that are entitled to participate in a Group Communication service. 
Group Communication: communication among members of a GCSE Group that may involve various media and may involve group member(s) communicating either via E-UTRAN and/or via ProSe Group Communication.
Group Communication System Enabler (GCSE): A 3GPP feature enabling an application layer functionality to provide group communication over E-UTRAN.

Editor’s Note: Definition of “members” if FFS

Multipoint Service: A service used to distribute the same content to many UEs in a resource efficient way.
ProSe Group: A set of members that are entitled to participate in a group communication service, as perceived by the user of a ProSe-enabled UE when that UE is communicating via ProSe Group Communication.
***** end first change *****

***** start second change *****

4.1.2
Group Communication setup requirements

The EPS shall provide the means for the application to setup, release, and modify a multipoint service with a preferred QoS.

The EPS shall notify the application layer of the outcome of a request to setup, release, or modify a multipoint service.

Editor’s Note: when the notification is sent and the content of the notification to the application layer is FFS

***** ***** end second change *****

***** start third change *****

4.1.6
User perception of Group Communication

All group members in a given area shall receive the Group Communication at the same time according to user perception.

***** end third change *****

***** start fourth change *****

4.1.8
Priority and Pre-emption of GCSE Communication
The EPS shall provide a mechanism to support at least n priority levels for Group Communication

The EPS shall provide a mechanism to reassign the priority level of a Group Communication.

The network operator shall be able to configure each priority level with the ability to pre-empt lower priority traffic.

Based on operator policy the EPS shall provide a mechanism to allow pre-emption of lower priority traffic.
***** end fourth change *****

***** start fifth change *****

5.2.1
EPC and E-UTRAN Capabilities
If EPC and E-UTRAN support ProSe, the EPC and E-UTRAN shall be able to make use of the functionality provided by ProSe for Group Communication, if appropriate.
***** end fifth change *****
***** start sixth change *****

5.2.2
Capabilities of GCSE enabled UEs

If ProSe is supported by the UE, the UE shall be able to support Group Communication service based on ProSe communication paths
A ProSe-enabled UE  shall be able to dynamically express its interest in receiving, via a ProSe UE-to-Network Relay, the Group Communications of one or more GCSE Groups for which it is authorized.
If ProSe is supported by the UE; and the GCSE Group is allowed to be relayed; and the UE is allowed to relay Group Communication, then the UE shall be able to act as a ProSe UE-to-Network Relay to relay Group Communicationto/from ProSe communication paths, if appropriate.
A ProSe-enabled UE entitled to relay Group Communication shall be able to restrict Group Communication via ProSe UE-to-Network Relay on a per group basis
***** end sixth change *****
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