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Abstract: Proposes to correct a text occurrence in TS 22.468 where “application layer” is declared to be out of 3GPP scope.

Discussion

There are couple of occurrences in TS 22.468 v0.3.0 where the “application layer” is declared to be out of 3GPP scope. While some application layer aspects are definitely out of 3GPP scope (e.g. group creation, deletion, or maintenance), we believe that it is premature to exclude the application layer from 3GPP scope as a whole.
Consider a possible GCSE_LTE application layer based on the IMS (and note that SA2 delegates typically refer to the IMS as “application layer”). Assuming that the eventually agreed GCSE_LTE solution is IMS-based, then some application layer aspects (such as call control signalling for group communications, group member addressing, floor control, talker identification, etc.) may very well be specified as IMS features.
At this point the Stage 1 requirements should not preclude any such solutions from 3GPP specification.
Proposal
It is proposed to amend TS 22.468 as proposed below
################ T E X T     P R O P O S A L   F O R   TS 22.468   ####################
1
Scope

The present document collects the requirements as relevant to improve the EPC and E-UTRAN for system enablers to the 3GPP system to support group communication over LTE for Public Safety and Critical Communication.


The US requirements as specified in NPSTC (Mission Critical Voice Requirements) [2], [3], [4] are taken as starting point. 

Other regional requirements may also be reflected in the work. The requirements shall be worded in a way to easily accommodate future requirements from other regions or stakeholders. 

