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	The current requirement includes the following note :
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While this note is not incorrect, it was interpreted such that it should be handled only in CT1, which is not correct, given Stage 1 (TS22.011) currently prevents such requirement, as shown in S1-133044: “In shared networks a radio access network can be part of more than one PLMN. This shall be transparent to the user, i.e. the UE shall be able to indicate those PLMNs to the user, and the UE shall support network selection among those PLMNs, as in non-shared networks.”

	
	

	Summary of change:
(

	It is clarified that Stage 1 requirements are necessary to accommodate the requirement derived from Use Case 12.

	
	

	Consequences if 
(

not approved:
	-

	
	

	Clauses affected:
(

	

	
	

	
	Y
	N
	
	

	Other specs
(

	
	
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


4.13
Scenario and Use Case 12
(PLMN selection enhancements towards a shared RAN)

4.13.1
Description

This use case describes the situation that when a UE is moving towards a shared RAN, which is shared by its Home operator as well as other operators, the UE shall be able to select to its HPLMN based on the operator guidance to get better user experience.
4.13.2
Pre-conditions

UE is originally camped on Cell A and PLMN A (non-HPLMN for the UE) is its registered PLMN;

UE is now moving from Cell A to Cell B which is shared by PLMN A and PLMN B (UE’s HPLMN);

Cell B broadcasts the PLMN identifiers of the participating operators.
4.13.3
Service Flows

When trying to camp on Cell B, the UE would read the system information and realize its Home operator is one participating operator. Based on the operator’s policy, UE can choose to start PLMN registration procedure by selecting its Home PLMN, i.e. PLMN B, instead of keeping the original registered PLMN A. 
4.13.4
Post-conditions

After updating PLMN registration the UE is now successfully registered to its HPLMN and can enjoy local services with lower charging.
4.13.5
Requirements

Upon the operator’s policy, the UE shall be able to reselect to its HPLMN when moving towards a shared RAN where at least one participating operator is UE’s Home operator, even though the old registered PLMN is still available.
Note 1: this is applied if and only if the UE is in automatic network selection mode. 
Note2: An update of the requirement in 22.011 “In shared networks a radio access network can be part of more than one PLMN. This shall be transparent to the user, i.e. the UE shall be able to indicate those PLMNs to the user, and the UE shall support network selection among those PLMNs, as in non-shared networks.” would first be necessary to reflect the above potential requirement.This potential requirement should thereafter also be handled in other groups (CT1, …) taking into account: 

· Should be option of HPLMN 

· Need to address EHPLMNs

· Default is Rel-6 behaviour for GERAN and UTRAN UEs (keep current registration) 

Note 3: This use case exceeds the current scope of RSE since PLMN selection would involve GERAN and UTRAN too. 
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