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1 Introduction
TS22.468 (SA1#61bis agreed version) has Section 5.2 Interaction with ProSe. The main focus of 5.2.2 is on requirements for getting connected to E-UTRAN by the use of ProSe UE-to-UE Relay (wherever possible) whereas that of 5.2.3 is on requirement for being able to include members using ProSe Group Communication into GCSE Group. However, the title of 5.2.3 does not reflect this clearly, especially if compared with the body (contents) of 5.2.2 immediately followed. The content of 5.2.2 is not describing fully about Capabilities of GCSE enabled UEs; instead, it just describe the opportunities of GCSE enabled UEs that they can receive through the use of ProSe UE-to-Network Relay.
2 Text proposal

It is proposed to make the following changes in [1].

~ ~ ~ Start of the 1st proposed change ~ ~ ~

5.2
Interaction with ProSe

If EPC and E-UTRAN support ProSe, the EPC and E-UTRAN shall be able to make use of ProSe Group Communication and the public safety ProSe UE-to-Network Relay for Group Communication, if appropriate.


A public safety ProSe-enabled UE not served by E-UTRAN shall be able to support Group Communication based on ProSe Communication paths.
A public safety ProSe-enabled   UE shall be able to dynamically express its interest in receiving, via a public safety ProSe UE-to-Network Relay, the Group Communications of one or more GCSE Groups for which it is authorized.
A public safety ProSe UE-to-Network Relay shall be able to relay Group Communication to/from ProSe Communication paths, if the following conditions apply:

· the GCSE Group is allowed to be relayed; and

· the public safety ProSe UE-to-Network Relay is allowed to relay Group Communication. 

A public safety ProSe UE-to-Network Relay shall be able to restrict the relayed Group Communication on a per group basis

A GCSE Group, shall be able to be configured  to include members using ProSe Group Communication [9] as well as members served by E-UTRAN.  .
~ ~ ~ End of the 1st proposed change ~ ~ ~
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