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	Reason for change:
	Load balancing is an important aspect of managing a shared E-UTRAN, and is not addressed in the current set of requirements.  Load balancing should consider the following three aspects:
1.       The overall load sharing in the shared E-UTRAN cell/sector.

2.       The load in the shared E-UTRAN cell/sector for a particular Participating Operator within shared E-UTRAN only according to their allocation of the shared E-UTRAN.

3.       Load sharing for a Participating Operator’s E-UTRAN resources overall in a particular area, e.g., interaction between the participating operator’s shared E-UTRAN portion and any other unshared E-UTRAN  in the area.
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	Add requirements for load balancing.
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***** Start First Change *******
28.2.x Support for load balancing

Hosting E-UTRAN Operators have the need to optimize E-UTRAN resource usage within the shared E-UTRAN for a particular coverage area. At the same time, the agreed shares of E-UTRAN resources based on a single cell and sector for each Participating Operator need to be respected. Likewise, Participating Operators have the need to optimize their E-UTRAN resource usage among shared and unshared E-UTRAN for a particular coverage area.

The capability to perform load balancing on an individual Participating Operator’s traffic basis within a shared E-UTRAN shall be supported. 

The capability to perform load balancing on the combined traffic of all the Participating Operators within a shared E-UTRAN shall be supported. 

The capability to perform load balancing between an individual Participating Operator’s traffic within a shared E-UTRAN and traffic in that Participating Operator’s unshared E-UTRAN where the shared and unshared E-UTRAN coverage overlaps shall be supported.
Note: Load balancing should take into account the allocation of resources to each Particpating Operator and the load level for each Participating Operator to the extent possible. 

***** End First Change *******
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