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Introduction

This contribution proposes description of RAT type exposure use case in TR22.8xx.
4
Use cases 
4.X
Use case X 
4.X.1
Description
To improve user experience, 3rd party (e.g. website) needs to know the UE’s RAT type. In this use case, we identify a requirement to support exposure of 3GPP network information to allow 3rd party access the underlying connection information. 
4.X.2
Pre-conditions
Alice and Bob are subscribers of operator A. They use smart phone browser to access news.example.com website.

Due to different location, Alice is accessing mobile broadband communication via LTE network while Bob is accessing mobile communication via 2G network.
4.X.3
Service Flows

The web site (3rd party) queries network to determine Alice and Bob’s RAT type. Network replies the target user’s RAT type to the web site. Due to different RAT type, the web site returns the full version of web site to Alice which includes pictures, flashes and text. Meanwhile, the web site returns the compact version of web site to Bob which mainly consists of text with a few low definition pictures.
4.X.4
Post-conditions

Both Alice and Bob browse the web site with short loading time. Alice browses full version of web site and Bob browses compact version of web site.
4.X.5
Potential Requirements
The network shall be able to identify UE’s RAT type.

Based on MNO and 3rd party service provider’s agreement, the network shall be able to provide UE’s RAT type to 3rd party, as the response to 3rd party’s query.
This should be done without violating users’ privacy, e.g. UE is only identified by temporary IP address instead of mobile phone number.
