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1
Introduction

oneM2M thanks 3GPP SA1 for their reply LS S1-134175 (=oneM2M-TP-2013-0326-reply_LS_re_Underlying_Networks) which had the new WID “Service Exposure and Enablement Support” (SEES) attached. 
oneM2M has been working on the inter-working aspects between oneM2M system and the 3GPP network. During this work it became apparent that the MTC device triggering functionality may need further refinement. However, we understand that such work might rather fall into the scope of the 3GPP SA1 Rel-13 WI on “Service Requirements Maintenance for Machine-Type Communications (SRMMTC)”.
A procedure based on the 3GPP Rel-11 MTC triggering functionality has been captured in the oneM2M architecture specification, for devices that support SMS based triggering mechanisms. On the other hand, the need has also been identified for an alternate, non-SMS-based, mobile terminated triggering scheme. This is currently not available in 3GPP Rel-11/12. As an example, oneM2M assumes that some of M2M devices might not support SMS capability. For these scenarios additional non-SMS based Triggering schemes would be particularly required.
oneM2M would greatly appreciate 3GPP to progress work on an alternate MTC device triggering functionality, for the above mentioned cases.
2
Requested Actions
· For 3GPP SA1: oneM2M would appreciate if support of IP device triggering can be considered for inclusion as part of SA1’s MTC related Rel-13 work.
· For 3GPP SA2: oneM2M has identified the need for the support of an alternate device triggering scheme for non-SMS capable MTC devices as mentioned above. oneM2M would appreciate if SA2 can look into the feasibility of supporting this in relevant Rel-13 MTC activity.
3
Next oneM2M meetings:
	oneM2M TP#9
	Mobile, Alabama, USA 
	17-21/Feb/2014 

	oneM2M TP#10
	Berlin, Germany 
	07-11/Apr/2014 


© 2013 oneM2M Partners
                                                                                                     Page 1 (of 2)



