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Abstract: A list of requirements for push to talk relating to call monitoring.
The following requirements are based on the NPSTC requirements applicable call monitoring and modified to address comments received and posted on the [MCPTToLTE] e-mail list.

There is no ordering associated with these requirements.

Suggest to add these requirements in the call monitoring section of the draft TS.

4.2.4 Call Monitoring
The PTT Service shall allow a UE to be receiving or transmitting in one PTT Group while simultaneously monitoring additional PTT Groups.

The PTT Service shall provide a mechanism for an authorized UE to prioritize the order in which multiple PTT Groups are monitored by the UE.

The PTT Service should provide a mechanism for a PTT Administrator and/or authorized user to prioritize the order in which multiple PTT Groups are monitored by the UE.

The PTT Service shall, provide multiple Talker IDs for display on UEs when multiple PTT Groups are monitored.

The PTT Service should provide a mechanism for a PTT Administrator and/or authorized user to order the PTT Groups being monitored by the UE.

The PTT Service shall provide a mechanism to configure the number (N4) of calls to be simultaneously received by a UE, authorized by a PTT Administrator and/or authorized user.

The PTT Service shall provide a mechanism for a PTT Administrator to limit the total number (N5) of PTT Group transmissions that a UE can simultaneously receive.

The PTT Service shall provide a mechanism for a PTT Administrator to receive PTT Group transmissions from any member(s) within their authority without noticeable impact or knowledge of the user.
The PTT Service shall provide a mechanism for a PTT Administrator and/or authorized user to cause a UE to initiate a PTT call and begin transmitting (unit monitoring (UM)) for UEs within their authority.  This action may occur with or without any notification to the UE or user of the UE.
The PTT Service shall provide a mechanism for a Public Safety Entity to record all PTT Group transmissions (including call audio, talker ID, talkpath ID, location of initiating party, and potentially other META data) by their organization.

The PTT Service shall provide a mechanism to deliver encrypted PTT Group transmissions to a recording interface.
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