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***** 1st CHANGE *****
7.2.8
MTC Monitoring

The MTC Feature MTC Monitoring is intended for monitoring MTC Device related events.

For the MTC Monitoring MTC Feature:

-
The system shall provide mechanisms to detect the following events:

-
behaviour which is not aligned with activated MTC Feature(s)

-
change of the association between the UE and the UICC

-
loss of connectivity. The maximum time between the actual loss of connectivity occurred and the loss of connectivity detected shall be configurable per subscription.

-
communication failure events and reasons (e.g. connection error codes for troubleshooting)

- change of the location (geographical position and/or point of attachment in the network) of the MTC Device.
- unexpected data exchange (e.g. according data amount, type of protocol, addresses)
Note 1: 
Loss of connectivity means it is no longer possible to establish signalling between the MTC Device and the network (i.e. detached).

Note 2:
The maximum detection time is on the order of 1 minute to 1 hour.

-
The MTC Subscriber shall be able to define which of the above events will be detected.

-
Upon the above event detection, the network shall be able to:

-
provide a warning notification to the MTC Server;

-
limit the services provided to the MTC Device (e.g. reduce allocated resource).

-
The MTC User shall be able to define what occurs when an event is detected.

-
The MTC Device shall be able to transfer other event notification to the MTC Server where the event detection is out of 3GPP scope, for example, the loss of signal reception, notification when the MTC Device power level is lower than a threshold.

Note 3:
Loss of signal reception refers to a situation when a MTC Device can no longer receive the network which could be due to interference (e.g. from a jammer or other source) or other reasons.

***** END OF CHANGES *****
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.





